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About Fluid Line Services

Founded in the West Australian Goldfields in 1989 - Fluid Line Services Pty Ltd has established itself
as a leading supplier and service provider to the Fluid Power industry.

Increasing plant life, performance and reliability.

Industrial workplaces are demanding environments for machinery. System failures lead to down-time
and higher operational costs. If you are looking for hydraulic solutions backed by excellent customer
service and technical support, look no further. Fluid Line Services has nearly three decades of
experience in applying effective and innovative solutions to hydraulic applications.

Fluid Line Services offers hydraulic, pneumatic, filtration and lubrication product sales along with
complete system design, installation and commissioning, and service and repairs.

Wholly Australian owned, Fluid Line Services has branches in Perth & Kalgoorlie. Fluid Line Services
can offer fast and reliable service to a broad range of industries including Agricultural, Mineral
Exploration, Industrial, Marine, Mobile, Mining and Material Handling Industries & Oil & Gas.

For more than quarter of a century, Fluid Line Services has worked with some of Australia’s largest
resource companies and manufacturers to keep their equipment working, maximizing productivity and
minimizing disruption to production.

Fluid Line Services at a glance

e Started business in 1989

e Qil lubrication systems and filtration applications specialist.

e Fully equipped Workshops, and warehousing in Perth & Kalgoorlie

® In-house engineering

e 3D CAD design facilities

® Qil cleanliness Laboratory facility
Diverse customer base, including major resource companies; oil & gas, iron ore, gold, and nickel
mining

® Qil flushing rigs for hire; up to 5,000 I/min

® Extensive mobile equipment fleet

Hydraulic and lubrication systems

We provide the following capabilities...

e Systems design

e Systems manufacturing, and installation

e Consulting and technical advice

e System upgrades and refurbishment

e On-Site Maintenance

e Extensive range of filters, components and spares

Services and capabilities

e Component repairs.

System manufacture and installation

e Circuit design.

e Field services including maintenance and flushing

e Power packs, control systems, kidney loop filtration
e Powered flushing carts and skids

e Mineral processing plant hydraulics and lubrication

e Mobile equipment hydraulics and lubrication systems
e Drilling rig hydraulics and enhancements
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Facilities

Extensive workshop and product warehousing facilities located in Perth & Kalgoorlie

Parker Commercial Build Centre in Perth.

Extensive hire fleet (flushing equipment, tanks, filter banks, power packs, hoses and fittings)
Mobile field services fleet vehicles.

Hydraulic Distributors

Tier 1 distributor for Parker

Tier 1 distributor for Eaton

Tier 1 distributor for Danfoss

Tier 1 distributor for Maximator

Tier 1 distributor for IMI (Norgren) Pneumatics

Authorised re-seller for Pall Corporation (filtration)

Access to all the other common brands. We can also supply certified SS Tubing,
Instrumentation & Hose & Fittings.

Flushing Services

Flushing is an important maintenance procedure to prolong life and reliability of hydraulic systems.

For decades, Fluid Line Services has regularly conducted oil filtering and polishing projects and
flushing of mineral processing plants, gas and steam turbines including GE, Siemens, Rolls Royce,
Solar and ABB.

Years of field experience underpins the design of our purpose built best-of-type flushing equipment
engineered and manufactured in our workshops.

We have assembled a comprehensive fleet of equipment backed by our team of trained experienced
technicians.

Hire equipment and flushing services

The company has a diverse range of hire equipment which includes:

High volume diesel powered oil flushing skids (up to 5000 I/min)

Qil flushing carts (with and without integrated pumps)

Oil transfer pumps

Oil purifiers for removal of water

Large oil reservoirs for removal and storage

Data logging test equipment for on-line monitoring

Fluid Line Services regularly undertakes flushing projects throughout Australia

Available for wet or dry hire

Trained and experienced flushing technicians and supervisors
Equipment available for purchase

Custom engineered Solutions
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PARKER
COMMERCIAL
HYDRAULICS

FLUID LINE SERVICES

Parker Commercial Hydraulics are
the Worlds leading supplier of QEM
hydraulic components giving your
plant and squipment the power to
keep running day in day out week

after week year after year.

Fluid line Services ara the only
Authorised Parker Build Centre
in Western Australia for

- Commercial Cast Iron Gear Pumps

4 and motors.

ol For Expert service and advice in
Perth and Kalgoorlia call or email,

-1300 063 088
- sales@fluidline.com.au

& Fluid Line

SERWVICES PTYLID

Exclusive Authorised m Commercial Build Center
in Western Australia

PERTH: 681 Dundas Rd
& * Fluid Line Foreinas
| SERVICESPTYLTD| KALGOORLIE : 16 Yindi Way
Kalgoorlie WA

DISTRIBUTOR
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HYDRAULIC FILTER RANGE

SPIN ON FILTERS
AT Series USA Thread 12AT - 3/4" UNO, 10 Bar, 45 Ipm, 1.7 Bar Bypass
50AT1 -1 1/4" UNO, 10 Bar, 125 Ipm, 1.7 Bar Bypass
50AT2 -1 1/4" UNO, 10 Bar 150 Ipm, 1.7 Bar Bypass
Maxiflow Series European MXA8 - 3/4" BSP, 10 Bar, 30 Ipm, 1.05 Bar ( Suction available )
MXA9 - 1 1/4" BSP, 10 Bar, 80 Ipm, 1.05 Bar Bypass ( Suction Available )
MXA7 - 1 1/2" BSP, 10 Bar, 140 Ipm, 1.05 Bar Bypass ( Suction Available )

LOW PRESSURE FILTERS

PT Series Spin In Tanktop PT2-1 - 3/4" BSP, 5 Bar, 45 Ipm, 1.7 Bar Bypass
PT2-2 - 3/4" BSP, 5 Bar, 90 Ipm, 1.7 Bar Bypass
PT4-1-11/4" BSP, 5 Bar, 130 Ipm, 1.7 Bar Bypass
PT4-3 - 1 1/4" BSP, 5 Bar, 200 Ipm, 1.7 Bar Bypass

ETF Tanktop Series ETF1 - Dual 1" BSP, 6 Bar, 60 Ipm, 1.6 Bar Bypass
ETF2 - Dual 1" BSP, 6 Bar, 90 Ipm, 1.6 Bar Bypass
KLT/KLS Tanktop Series KLT2 - 1_5/16" UNO, 10 Bar, 100 Ipm, 1.7 Bar Bypass

KLT4 - 1_5/16" UNO, 10 Bar, 160 Ipm, 1.7 Bar Bypass
KLS7 - Dual 1_7/8" UNO, 10 Bar, 350 Ipm, 1.7 Bar Bypass
KLS8 - Dual 1_7/8" UNO, 10 Bar, 450 Ipm, 1.7 Bar Bypass

Moduflow Plus Tanktop TFP1/RFP1 - 2" SAE Flange, 10 Bar, 320 Ipm, 2.4 Bar Bypass
TFP2 / RFP2 - 2" SAE Flange, 10 Bar, 460 Ipm, 2.4 Bar Bypass
Moduflow Plus Inline ILP1 - 2" SAE Flange, 10 Bar, 320 Ipm, 2.4 Bar Bypass
ILP2 - 2" SAE Flange, 10 Bar, 460 Ipm, 2.4 Bar Bypass
RF4 Steel Tanktop RF41F - 1 1/2" NPT, 10 Bar, 270 Ipm, 1.7 Bar Bypass
RF42F - 1 1/2" NPT, 10 Bar, 370 Ipm, 1.7 Bar Bypass
RF7 Tanktop RF71 -2 1/2" Ports, 10 Bar, 500 Ipm, 1.7 Bar Bypass
RF72 -2 1/2" Ports, 10 Bar, 1000 Ipm, 1.7 Bar Bypass
BGT Tanktop BGT18 - 3" SAE Flange, 10 Bar, 2400 Ipm, 1.5 Bar Bypass
CS Series Inline Spin On 12CS2, 3/4" BSP, 34 Bar, 50 Ipm, 1.7 Bar Bypass
50CS, 1_1/4" BSP, 34 Bar, 130 Ipm, 1.7 Bar Bypass
CN Series Inline 15CN1, 1" BSP, 69 Bar, 35 Ipm, 3.5 Bar Bypass

15CN2, 1" BSP,69 Bar, 45 Ipm, 3.5 Bar Bypass
40CN1, 1 1/2" BSP, 69 Bar, 180 Ipm, 3.5 Bar Bypass
40CN2, 1 1/2" BSP, 69 Bar, 280 Ipm, 3.5 Bar Bypass
80CN1, 2" SAE Flange, 69 Bar, 380 Ipm, 3.5 Bar Bypass
80CN2, 2" SAE Flange, 69 Bar, 550 Ipm, 3.5 Bar Bypass
IL8 Series lline IL82R, 2" SAE Flange, 34 Bar, 800 Ipm, 3.5 Bar Bypass
IL83R, 2" SAE Flange, 34 Bar, 1200 Ipm, 3.5 Bar Bypass
WPF Series Inline WPF1, 1/2" BSP, 470 Bar, 35 Ipm, 3.5 Bar Bypass
WPF2, 3/4" BSP, 470 Bar, 70 Ipm, 3.5 Bar Bypass
WPF3, 1" BSP, 470 Bar, 130 Ipm, 3.5 Bar Bypass
WPF4, 1_1/4" BSP or Flange, 470 Bar, 400 Ipm, 3.5 Bar Bypass
WPF5, 1_1/2" BSP or Flange, 470 Bar, 500 Ipm, 3.5 Bar Bypass
WPF Series Manifold WPF2, Manifold Mount, 470 Bar, 30 Ipm, 3.5 Bar Bypass
WPF4, Manifold Mount, 470 Bar, 150 Ipm, 3.5 Bar Bypass
WPF5, Manifold Mount, 470 Bar, 180 Ipm, 3.5 Bar Bypass
100P Series Inline 100P2, 2" SAE Flange, 414 Bar, 7 Bar Bypass
12S Series Inline Stainless 12SMP2, 1" NPT, 670 Bar, 90 Ipm, No Bypass

DUPLEX FILTERS

Moduflow Plus Inline DILP1, 2" SAE Flange, 13 Bar, 180 Ipm, 2.4 Bar Bypass
DILP2, 2" SAE Flange, 13 Bar, 205 Ipm, 2.4 Bar Bypass

80CND Inline 80CND1, 2" SAE Flange, 20 Bar, 230 Ipm, 3.5 Bar Bypass
80CND2, 2" SAE Flange, 20 Bar, 250 Ipm, 3.5 Bar Bypass

130 Series Inline 13083 - Consult Data Sheet

MPD Series Inline MPD - Consult Data sheet

PD Series Inline 22PD2, 1" BSP, 210 Bar, 90 Ipm, 3.5 Bar Bypass

32PD2, 1_1/4" BSP, 210 Bar, 180 Ipm, 3.5 Bar Bypass

SUCTION FILTERS

Moduflow CF22, 2" SAE Flange, 13 Bar, 110 Ipm, 0.2 Bar Bypass
Maxiflow Maxiflow MXA7, MXA8, MXA9 Suction Option
Suction/Return SRL12, 1" BSP Ports, 10 Bar, 120 Ipm, 1.7 Bar Bypass

SRL22, 1_1/4" BSP Ports, 10 Bar, 250 Ipm, 1.7 Bar Bypass

STRAINERS AND DIFFUSERS

IL Series Inline IL1115 - 1" BSP, 7 Bar, 90 Ipm, 125 Micron, Aluminium Housing
IL761151 - 1" BSP, 7Bar, 120 LPM, 125 Micron, Plastic Housing
Suction Stainers 1/2" to 3" BSP, 15 to 500 Ipm, Non Bypass/Bypass, Bypass = 0.17 Bar
Diffusers 3/4" to 2" BSP, 110 to 450 Ipm
Hydac Elements Pressure and Return BNHC-BHHC-BN3HC-BH3HC-BN4HC-BH4HC
Pall SmaRT Elements Pressure and Return Pall SRT replacements

Note - Flow Rates based on 10 Micron absolute element @ 30 centistoke Viscosity.
Flow rates calculated to give clean pressure drop at less than 1/3 of the housing bypass setting.
Consult Data Sheet for different micron and viscosity ratings.

Page 4



INDEX

HYDRAULIC ACCESSORY RANGE

BREATHERS

Plastic Screw on and Flange Mount - 10 micron
Metal Screw on and Flange Mount - 10 micron
ABL Series ABL2 1 1/4" BSP Connection - 3 Micron with Indicator

ABL2 with Pall Equivalent Thread - 3 Micron with Indicator
EAB Series EAB20 with 1" BSP Thread or 6 Hole Mount - 1.5 Micron Water Repelling
Spin On Breather 5 Micron Stem Mount

3 Micron BSP or Bayonet Mount
Triceptor Series Screw on Desiccant - Moisture Removal and 3 micron filtration
Pressure Gauges 64 and 100 mm diameter, up to 1000 Bar
Gauge Isolators Push to Read, Twist to lock, Six Station Selector
Service Junior SCJN Electrical Pressure Gauge up to 1000 Bar

SCJN-KIT Electrical Pressure Gauge kit includes case up to 600 Bar
Pressure Sensors PTX and PTB Pressure Transducers up to 4000 Bar. Voltage or Current Output
Pressure Switch SCPSD Pressure Switch. Switched Outputs, Display, 4-20 mA, -1 to 1000 Bar
Process Displays SCE-020 Programmable Displays for Current, Voltage or Pulse Inputs

LEVEL AND TEMPERATURE

FL Visual Series 76, 127 and 254mm Oil Level Indicators with or without temperature
CLS Series Electronic Oil Level Probe switch

FL Electronic Series Oil Level Float Switch - 500, 1000 and 1500 mm long

Tank Level Switch SCLSD Electronic Level Switch - 2 Outputs and 4-20 mA

Tank Temperature Switch SCTSD Electronic Temperature Switch - 2 Outputs and 4-20 mA
Level/Temperature Switch SCLTSD Electronic Level and Temperature Switch

SYSTEM COMPONENTS

Ball Valves 2 Way and 3 way BSP Connection
Couplings Motor and Pump Couplings - Metric and Imperial Shafts
Bellhousings Metric, SAE and ISO Mounts

FLOWMETERS

LowFlow Series 10 Bar - Flow rates from 0.2 to 22 Ipm
Easiflow Series 10 Bar - Flow rates from 1 to 160 Ipm
Flow Line Series 350 Bar Brass - Water or Oil Calibrated up to 360 Ipm
350 Bar Stainless - Water or Oil Calibrated up to 360 Ipm
Easiflow Flowswitch 10 Bar - Flow rates from 1 to 160 Ipm with flow switch
Flow line Flowswitch 350 Bar Brass - Water or Oil Calibrated up to 360 Ipm with Single or Dual Flow switch

350 Bar Stainless - Water or Oil Calibrated up to 360 Ipm with Single or Dual Flow switch
Intrinsically Safe water Calibrated with dual Flow switch

Dataflow Compact 20 Bar Electronic Flowmeter with Pulsed output up to 25 Ipm
DataFlow DFT Series 10 Bar Electronic Flowmeter with Pulse or 4 to 20 Ma output up to 150 Ipm
Sensocontrol Industrial 480 Bar Turbine Flow meter with 4 to 20 mA output and flows up to 800 Ipm

Directional Flow Indicators up to 150 Ipm with 4 to 20 mA output
Wide Viscosity Gear Flow Meter from 2 to 300 I/min with 0 to 20 mA output

FLUID DIAGNOSTIC

Sensocontrol Diagnostic Serviceman Plus 2 Inputs for Pressure, Flow, Temperature measurements
Servicemaster Easy 4 Inputs for Pressure, Flow, Temperature Measurements
Servicemaster Plus - 26 Analog and CANBUS Inputs for Pressure, Flow, Temperature
Sensocontrol Diagnostic Sensors for Servicemaster and Serviceman

Flowline Non Electronic Flow, Pressure and Temperature with load valve

System 20 Non Electronic Flow, Pressure and Temperature measurement
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HYDRAULIC CONDITION MONITORING

Oilcheck Engine oil quality check - Battery powered hand held unit

ICOUNT PD Online QOil Laser Particle Detector with full ISO Cleanliness Code reporting

ICOUNT IOS Online and Offline Particle Detector with full IOS Cleanliness Code Reporting

ICOUNT PDR Rugged Use Online and Offline Particle Detector with full IOS Cleanliness Code Reporting
ICOUNT PD 22 ATEX Zone 2 Approved Particle Detector

LCM20 Fully Portable Laser Particle Counter - 300 Test memory

Icount BS Laboratory Bottle Sampler for Oil Particle Counting

ACM20 Aviation Fuel Laser Particle Counter - 300 test Memory

OIL, LUBE AND BEARING ANALYSIS

Digi Field Kit On-Site Used Oil Analysis, Water in Qil, Viscosity, TAN, Soot and TBN
Analex fdM plus Ferrous Debris Monitor for On-Site Wear Metal Analysis
Heated Viscometer On-Site Testing of Fuel and Lube Oil Viscosity
MHC Bearing Checker On-Site Analysis of Bearing Condition and Lubrication State
Fluid Property Sensor Online Measurement of Fluid Viscosity, Density, Dielectric Constant and Temperature
MS Series MS200 Water in Oil Detector - 400 Bar with voltage or Current Output
MS300 Intrinsically Safe Water in Oil Detector
Digi Water Test Kit PPM measurement of Water in Qil
PVS and Sentinal Series Vacuum Dehydration System to remove water and air from oil
Pargel Water Removing Elements to suit various Parker Filter Housings

FLUID TRANSFER AND FILTRATION SYSTEMS

GUARDIAN Portable Fluid Transfer System with Filter - 240 Vac or 24 VDC Motor

MF Series Portable Filter Trolley - Flow rates to 50 Ipm- Electric or Air Motor options

SMR Sub Micronic Purification Systems for removing sludge and Varnish

OCuU Offline Conditioning Unit - Flow rate 2 Ipm - 240 VAC pump or no pump options
SOS Stationary Offline System - Flow rate 20 Ipm - 240 VAC
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Total System Health Management

A comprehensive approach to long
term asset health and reliability.

Dedicated to your system’s overall health,

Parker Hydraulic Filter Division offers you
Innovative products that cover your diagnostic,
therapeutic and preveniive needs. By taking this
comprehensive approach, we ensure Improved
operatlonal efficlency, productivity and rellability
of your critical assets.

Combining sensors and dlagnostic tools with
clrcuit filtratlon and off-line systems, machine
operators recelve real-time Insight into changing
system health. Fact based declisions are then made
which Improve up-tlme and minimize negative
results to the bottom line.

Clean, cool and dry systems contribute to
Increased productlon throughput as well

as machine reliability and longer fluld life.
Therapeutic products can extend the life of your
fluid beyond routine drain and change intervals as
well as dramatlcally reduce waste and cost.

Selecting the correct filtratlon solution is vital to
preserving the desired performance specifications
of your system. Preventing component
deterloratlon or even fallure depends on the Initlal
quality of your filtratlon solution.

Parker Hydraulic Filter Division is your
single-source supplier for managing your
Total System Health.

Together, we can
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HYDRAULIC FILTRATION SOLUTIONS

ELEMENTS

L —

PARFIT INTERCHANGE ‘ e ]

B o J 12CS/50CS CORELESS
ALL 12AT/50AT MAXIFLOW ENVIRONMENTAL PT SPIN IN TANK TOP
ANEERANNY SORE USA STYLE EUROPEAN STYLE SPIN ON 500PSI 10 BAR 200 LPM

LOW PRESSURE RETURN AND INLINE

=)
(»

ETF - COMPOSITE KLT/KLS RF4 - STEEL MODUFLOW PLUS RF7 10BAR BGTS 10 BAR
6 BAR 250LPM 10 BAR 455LPM 10 BAR 500LPM 13 BAR 500LPM 1000LPM 2450LPM

15/40/80CN L8 WPF SERIES 100P 12S STAINLESS STEEL
69 BAR 40 To 500LPM 34 BAR 1500LPM 480 BAR 40 To 520LPM 414 BAR 1000LPM 690 BAR 100LPM

&

80CND 130 SERIES — “PD SERiES 22PDv32PD
13 BAR 500LPM 20 BAR 500LPM 16 BAR 1000LPM 206 BAR 500LPM 210 BAR 260LPM

IL1115-0IL IL761151-WATER SR1/SR2 SUCTION STRAINER DIFFUSER CF2
7 BAR 90LPM 7 BAR 120LPM SUCTION/RETURN 15 TO 500LPM 110-450LPM 10 BAR 500LPM
125 MICRON 125 MICRON 7 BAR 120LPM 125 MICRON

ENGINEERING SUCCESS.
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SPIN ON FILTERS

AT SERIES - USA SPIN ON - 1.7 Bar Bypass, No Indicators FHA /| FHE

12AT10CN25MMH Housing - 3/4" UNO Ports and 10 Micron Nominal Element

12AT10BN25MMH Housing - 3/4" UNO Ports and 10 Micron Absolute Element

926543 12AT Element 3 Micron Nominal

921999 12AT Element 10 Micron Nominal

925023 12AT Element 25 Micron Nominal

928763 12AT Element 10 Micron Absolute

928764 12AT Element 20 Micron Absolute

PFH5526 12AT Element 5" Water Absorbing

PFF5525 12AT Element 8" Water Absorbing

50AT10CN2500H Housing Short - 1_1/4" UNO Ports and 10 Micron Nominal Element

50AT10BN2500H Housing Short - 1_1/4" UNO Ports and 10 Micron Absolute Element

926541 50AT Element 3 Micron Nominal

926169 50AT Element 10 Micron Nominal

926170 50AT Element 25 Micron Nominal

934200 50AT Element 3 Micron Absolute

928766 50AT Element 10 Micron Absolute

928767 50AT Element 20 Micron Absolute

IN HW5710 50AT Element 7" Water Absorbing

50AT210CN2500H Housing Long - 1_1/4" UNO Ports and 10 Micron Nominal Element

50AT210BN2500H Housing Long - 1_1/4" UNO Ports and 10 Micron Absolute Element

927736 50AT2 Element 10 Micron Nominal

932073 50AT2 Element 3 Micron Absolute

929445 50AT2 Element 10 Micron Absolute

929446 50AT2 Element 20 Micron Absolute

IN HW51110 50AT2 Element 11" Water Absorbing

FMUG2FBMGO02L Visual Clogging Indicator - 40 mm Gauge

FMUS4FBMGO02L Electrical Clogging Indicator NO/NC Contacts 250VAC max with Din Plug Connection
Size 1 - 3/4" BSP Ports - Dual Visual Indicators Standard

MXA8551424 Return Housing with 1.05 Bar Bypass and 10 Micron Absolute Element

MXA8511424 Return Housing with 1.05 Bar Bypass and 10 Micron Nominal Element

MXA8511223 Suction Housing with 0.17 Bar Bypass and 10 Micron Nominal Element

MXA8511023 Housing with No Bypass and 10 Micron Nominal Element

MXR8550 Size 1 Element 10 Micron Absolute

MX1518410X4 Size 1 Element 10 Micron Nominal ( Supplied as 4 Pack )
Size 2 -1_1/4" BSP Ports - Dual Visual Indicators Standard
MXA9561424 Return Housing with 1.05 Bar Bypass and 3 Micron Absolute Element
MXA9551424 Return Housing with 1.05 Bar Bypass and 10 Micron Absolute Element
MXA9511424 Return Housing with 1.05 Bar Bypass and 10 Micron Nominal Element
MXA9511223 Suction Housing with 0.17 Bar Bypass and 10 Micron Nominal Element
MXA9511023 Housing with No Bypass and 10 Micron Nominal Element
MXR9560 Size 2 Element 3 Micron Absolute
MXR9550 Size 2 Element 10 Micron Absolute
MX1591410X4 Size 2 Element 10 Micron Nominal (Supplied as 4 Pack )
MX15914125 Size 2 Element 125 Micron Nominal
Size 3 - 1_1/2" BSP Ports - Integral Indicator - Other Indicators Optional
Dual Elements Side by Side
MXA7551424 Return Housing with 1.05 Bar Bypass and two 10 Micron Absolute Elements
MXA7511424 Return Housing with 1.05 Bar Bypass and two 10 Micron Nominal Elements
MXA7551223 Suction Housing with 0.17 Bar Bypass and two 10 Micron Absolute Elements
MXA7551023 Housing with No Bypass and two 10 Micron Absolute Elements
MXA7511223 Suction Housing with 0.17 Bar Bypass and two 10 Micron Nominal Elements
MXA7511023 Housing with No Bypass and two 10 Micron Nominal Elements
MXR9560 Size 3 Elements 3 Micron Absolute - two required for MXA7 series
MXR9550 Size 3 Elements 10 Micron Absolute - two required for MXA7 series
MX1591410X4 Size 3 Elements 10 Micron Nominal - two needed for MXA7 series (Supplied as 4 Pack)
MX15914125 Size 3 Elements 125 Micron Nominal - two required for MXA7 series
FMUG2FBMGO02L Visual Clogging Indicator - 40 mm Gauge Size 3 Return Filter
FMUS4FBMGO2L Electrical Clogging Indicator NO/NC Contacts 250VAC max for Size 3 Return Filter
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LOW PRESSURE FILTERS

PT SERIES - SCREW IN TANK TOP FILTER - 5 Bar - 1.7 Bar Bypass in Element FHA /| FHE
PT2110QBPGG121 Housing PT2 with 3/4" BSP Port and 10 Micron PT2-1 Element
936753 PT2-1 Element 20 Micron Absolute

936752 PT2-1 Element 10 Micron Absolute

936751 PT2-1 Element 5 Micron Absolute

936750 PT2-1 Element 2 Micron Absolute

PT2210QBPGG121 Housing PT2 with 3/4" BSP Port and 10 Micron PT2-2 Element
936757 PT2-2 Element 20 Micron Absolute

936756 PT2-2 Element 10 Micron Absolute

936755 PT2-2 Element 5 Micron Absolute

936754 PT2-2 Element 2 Micron Absolute

PT4110QBPGG201 Housing PT4 with 1_1/4" BSP Port and 10 Micron PT4-1 Element
936745 PT4-1 Element 20 Micron Absolute

936744 PT4-1 Element 10 Micron Absolute

936743 PT4-1 Element 5 Micron Absolute

936742 PT4-1 Element 2 Micron Absolute

PT4310QBPGG201 Housing PT4 with 1_1/4" BSP Port and 10 Micron PT4-3 Element
936879 PT4-3 Element 20 Micron Absolute

936878 PT4-3 Element 10 Micron Absolute

936877 PT4-3 Element 5 Micron Absolute

936876 PT4-3 Element 2 Micron Absolute

FMUG2FBMGO2L Visual Clogging Indicator - 40 mm Gauge

FMUS4FBMGO2L Electrical Clogging Indicator NO/NC Contacts 250VAC max with Din Plug Connection

ETF TANKTOP SERIES - COMPOSITE HOUSING - 6 BAR - 1.6 Bar Bypass - Indicator Optional

ETF110QBP2FG164 Housing Size 1 - Dual 1" BSP Ports and 10 Micron Absolute Element
937969Q ETF1 Element 2 Micron Absolute

937970Q ETF1 Element 5 Micron Absolute

937948Q ETF1 Element 10 Micron Absolute

937949Q ETF1 Element 20 Micron Absolute

ETF210QBP2FG164 Housing Size 2 - Dual 1" BSP Ports and 10 Micron Absolute Element
937971Q ETF2 Element 2 Micron Absolute

937972Q ETF2 Element 5 Micron Absolute

937950Q ETF2 Element 10 Micron Absolute

937951Q ETF2 Element 20 Micron Absolute

FMUG2FBMGO2L Visual Clogging Indicator - 40 mm Gauge

FMUS4FBMGO2L Electrical Clogging Indicator NO/NC Contacts 250VAC max with Din Plug Connection

KLT / KLS TANK TOP SERIES - 10 BAR - 1.7 Bar Bypass in Element - Indicators Optional

KLT210QBPGS161 Housing KLT2 - 1_5/16" UNO Port and 10 Micron Absolute Element

936964Q KLT2 Element 2 Micron Absolute I "’"1
936965Q KLT2 Element 5 Micron Absolute : -
936966Q KLT2 Element 10 Micron Absolute '
936967Q KLT2 Element 20 Micron Absolute

937258 KLT2 Element Water Absorbing

KLT410QBPGS161 Housing KLT4 - 1_5/16" UNO Port and 10 Micron Absolute Element

936968Q KLT4 Element 2 Micron Absolute

936969Q KLT4 Element 5 Micron Absolute

936970Q KLT4 Element 10 Micron Absolute

936971Q KLT4 Element 20 Micron Absolute

937259 KLT4 Element Water Absorbing

KLS710QBPGS241 Housing KLS7 -2 x 1_7/8" UNO Ports and 10 Micron Absolute Element
936972Q KLS7 Element 2 Micron Absolute

936973Q KLS7 Element 5 Micron Absolute

936974Q KLS7 Element 10 Micron Absolute

936975Q KLS7 Element 20 Micron Absolute

937260 KLS7 Element Water Absorbing

KLS810QBPGS241 Housing KLS8 -2 x 1_7/8" UNO Ports and 10 Micron Absolute Element

936976Q KLS8 Element 2 Micron Absolute

936977Q KLS8 Element 5 Micron Absolute

936978Q KLS8 Element 10 Micron Absolute

936979Q KLS8 Element 20 Micron Absolute

937261 KLS8 Element Water Absorbing

936913 Visual Clogging Indicator - 50 mm Gauge

FMUS4FBMGO02L1/4 Electrical Clogging Indicator NO/NC Contacts 250VAC max with Din Plug Connection 1/4" Adaptor
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LOW PRESSURE FILTERS

MODUFLOW PLUS SERIES - 10 Bar - 2.4 Bar Bypass in Element - Visual Indicator Included
RETURN TANKTOP MOUNT OR INLINE OPTION

TFP110QBMP35C321
RFP110QBMP35Y9F91
ILP110QBMP35Y9Y91
937393Q

937394Q

937395Q

937396Q

940733

TFP210QBMP35C321
RFP210QBMP35Y9F91
ILP210QBMP35Y9Y91
937397Q

937398Q

937399Q

937400Q

940734

926748
926643

Housing TFP1 Return - 2" Flange Port and 10 Micron Absolute Element
Housing RFP1 Return - 2" Flange Port and 10 Micron Absolute Element
Housing ILP1 Inline - 2" Flange Port and 10 Micron Absolute Element
TFP1/RFP1/ILP1 Element 2 Micron Absolute

TFP1/RFP1/ILP1 Element 5 Micron Absolute

TFP1/RFP1/ILP1 Element 10 Micron Absolute

TFP1/RFP1/ILP1 Element 20 Micron Absolute

TFP1/RFP1/ILP1 Element Water Absorbing

Housing TFP2 Return - 2" Flange Port and 10 Micron Absolute Element
Housing RFP2 Return - 2" Flange Port and 10 Micron Absolute Element
Housing ILP2 Inline - 2" Flange Port and 10 Micron Absolute Element
TFP2 / RFP2 / ILP2 Element 2 Micron Absolute

TFP2 / RFP2 / ILP2 Element 5 Micron Absolute

TFP2 / RFP2 / ILP2 Element 10 Micron Absolute

TFP2/ RFP2/ ILP2 Element 20 Micron Absolute

TFP2 / RFP2 / ILP2 Element Water Absorbing

e ghes o

LI

AR

Visual Differential Clogging Indicator - Suits 2.4 Bar Bypass
Electrical Clogging Indicator - Suits 2.4 Bar Bypass - NO/NC Contacts

RF4 STEEL TANKTOP / INLINE SERIES - 10 BAR IDEAL FOR UNDERGROUND MINING APPLICATIONS

RF41F10QPL25E9E91
932668Q

932669Q

932670Q

931018Q

930156

RF42F10QPL25E9E91
932677Q

932678Q

932679Q

931020Q

928557

936912
FMUS4FBMGO02L

Short Housing RF41F - 1_1/2" NPT Ports and 10 Micron Absolute Element
RF41F Element 2 Micron Absolute

RF41F Element 5 Micron Absolute

RF41F Element 10 Micron Absolute

RF41F Element 20 Micron Absolute

RF41F Element Water Absorbing

Long Housing RF42F -1_1/2" NPT Ports and 10 Micron Absolute Element
RF42F Element 2 Micron Absolute

RF42F Element 5 Micron Absolute

RF42F Element 10 Micron Absolute

RF42F Element 20 Micron Absolute

RF42F Element Water Absorbing

Visual Clogging Indicator
Electrical Clogging Indicator NO/NC Contacts 250VAC max with Din Plug Connection

RF7 TANKTOP SERIES - 10 BAR - 1.7 Bar Bypass - Indicators Optional

RF7110QPP25Z29991

933806Q
933804Q
933802Q
933800Q
928563

RF7210QPP2579991

933818Q
933816Q
933814Q
933812Q
932501

924776
924964

Short Housing RF71 -2_1/2" Flanged Port
Supplied with 10 Micron Absolute Element
RF71 Element 2 Micron Absolute

RF71 Element 5 Micron Absolute

RF71 Element 10 Micron Absolute

RF71 Element 20 Micron Absolute

RF71 Element Water Absorbing

Long Housing RF72 -2_1/2" Flanged Port
Supplied with 10 Micron Absolute Element
RF72 Element 2 Micron Absolute

RF72 Element 5 Micron Absolute

RF72 Element 10 Micron Absolute

RF72 Element 20 Micron Absolute

RF72 Element Water Absorbing

Visual Differential Clogging Indicator
Electrical Clogging Indicator

BGT TANKTOP SERIES - 2400LPM - 10 BAR - 1.5 Bar Bypass - Indicators Optional

BGT1810QBPER483

937735Q
937770Q
937771Q

FMUG2FBMGO02L
FMUS4FBMGO02L

Housing Length 18 - 3" SAE Flange Ports
Supplied with 10 Micron Absolute Element
BGT18 Element 2 Micron Absolute
BGT18 Element 5 Micron Absolute
BGT18 Element 10 Micron Absolute

Visual Clogging Indicator - 40 mm Gauge
Electrical Clogging Indicator NO/NC Contacts 250VAC max with Din Plug Connection

Page 11



MEDIUM PRESSURE FILTERS m

CS ENVIRONMENTAL SPIN ON SERIES - 34 BAR - Indicators Optional FHA /| FHE
12CS210QEBNKG121 Housing 12CS2 - 3/4" BSP Ports and 10 Micron Absolute Element

940765Q 12CS2 Element Ecoglass Il - 2 Micron Absolute “‘. o

940764Q 12CS2 Element Ecoglass Ill - 5 Micron Absolute

940763Q 12CS2 Element Ecoglass Il - 10 Micron Absolute

940762Q 12CS2 Element Ecoglass Ill - 20 Micron Absolute — -
50CS110QEBNKG201 Housing 50CS1 - 1_1/4"" BSP Ports and 10 Micron Absolute Element ﬂ k
940816Q 50CS1 Element Ecoglass Il - 2 Micron Absolute

940817Q 50CS1 Element Ecoglass Il - 5 Micron Absolute v —
940818Q 50CS1 Element Ecoglass Il - 10 Micron Absolute

940819Q 50CS1 Element Ecoglass Il - 20 Micron Absolute

941945 Visual Indicator

941814 Electrical Indicator Switch with NO/NC contacts

941802 Electrical Analog Indicator 0.5 to 4.5 VDC output

CN INLINE SERIES - 69 BAR - 3.5 Bar Bypass - Indicators Optional

15CN110QEVPKG164 Housing 15CN1 - 1" BSP Ports and 10 Micron Absolute Element
936701Q 15CN1 Element Ecoglass Il - 20 Micron Absolute

936700Q 15CN1 Element Ecoglass Il - 10 Micron Absolute

936699Q 15CN1 Element Ecoglass Il - 5 Micron Absolute

936698Q 15CN1 Element Ecoglass IlI - 2 Micron Absolute
15CN210QEVPKG164 Housing 15CN2 - 1" BSP Ports and 10 Micron Absolute Element
936705Q 15CN2 Element Ecoglass Il - 20 Micron Absolute

936704Q 15CN2 Element Ecoglass Il - 10 Micron Absolute

936703Q 15CN2 Element Ecoglass Il - 5 Micron Absolute

936702Q 15CN2 Element Ecoglass IlI - 2 Micron Absolute
40CN110QEVPKG244 Housing 40CN1 - 1_1/2" BSP Ports and 10 Micron Absolute Element
936709Q 40CN1 Element Ecoglass Il - 20 Micron Absolute

936708Q 40CN1 Element Ecoglass Il - 10 Micron Absolute

936707Q 40CN1 Element Ecoglass Il - 5 Micron Absolute

936706Q 40CN1 Element Ecoglass IlI - 2 Micron Absolute
40CN210QEVPKG244 Housing 40CN2 - 1_1/2" BSP Ports and 10 Micron Absolute Element
936712Q 40CN2 Element Ecoglass Il - 20 Micron Absolute

936601Q 40CN2 Element Ecoglass Il - 10 Micron Absolute

936711Q 40CN2 Element Ecoglass Il - 5 Micron Absolute

936710Q 40CN2 Element Ecoglass IlI - 2 Micron Absolute
80CN110QEVPKY324 Housing 80CN1 - 2" Flange Ports and 10 Micron Absolute Element
936715Q 80CN1 Element Ecoglass Il - 20 Micron Absolute

936602Q 80CN1 Element Ecoglass Il - 10 Micron Absolute

936714Q 80CN1 Element Ecoglass Il - 5 Micron Absolute

936713Q 80CN1 Element Ecoglass Ill - 2 Micron Absolute
80CN210QEVPKY324 Housing 80CN2 - 2" Flange Ports and 10 Micron Absolute Element
936719Q 80CN2 Element Ecoglass Il - 20 Micron Absolute

936718Q 80CN2 Element Ecoglass Il - 10 Micron Absolute

936717Q 80CN2 Element Ecoglass Il - 5 Micron Absolute

936716Q 80CN2 Element Ecoglass Ill - 2 Micron Absolute

932027 Visual Pop Up Clogging Indicator -Suits 3.5 Bar Bypass

929599 Electrical/Visual Clogging Indicator-NO/NC Contacts - Suits 3.5 Bar Bypass

IL8 INLINE SERIES - 34 BAR -3.5 Bar Bypass - Indicators Optional

IL82R10QEPP50YY1 Housing IL82 - 2" Flange Ports and 10 Micron Absolute Element
933834Q IL82 Element Ecoglass Il - 2 Micron Absolute

933835Q IL82 Element Ecoglass Il - 5 Micron Absolute

933836Q IL82 Element Ecoglass Ill - 10 Micron Absolute

933837Q IL82 Element Ecoglass Il - 20 Micron Absolute
IL83R10QEPP50YY1 Housing IL83 - 2" Flange Ports and 10 Micron Absolute Element
933734Q IL83 Element Ecoglass Il - 2 Micron Absolute

933612Q IL83 Element Ecoglass Il - 5 Micron Absolute

933735Q IL83 Element Ecoglass Ill - 10 Micron Absolute

933736Q IL83 Element Ecoglass Il - 20 Micron Absolute

933838 IL82 Reuseable Core for Ecoglass Elements

933636 IL83 Reusable Element Core for Ecoglass Elements
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HIGH PRESSURE FILTERS

WORLD PRESSURE FILTER INLINE SERIES - 470 BAR - SURGEGUARD Reverse Flow Standard
3.5 Bar Bypass in Element - Indicators Optional

WPF110QEVPKG081 Housing WPF1 - 1/2" BSP Ports and 10 Micron Absolute

941029Q WPF1 Element Ecoglass Il - 2 Micron Absolute

941030Q WPF1 Element Ecoglass Il - 5 Micron Absolute

941031Q WPF1 Element Ecoglass Il - 10 Micron Absolute

941044Q WPF1 Element Ecoglass IlI - 2 Micron Absolute High Collapse

941045Q WPF1 Element Ecoglass Il - 10 Micron Absolute High Collapse
WPF210QEVPKG121 Housing WPF2 - 3/4" BSP Ports and 10 Micron Absolute
WPF210QEVPKX121 Housing WPF2 - Manifold Mount and 10 Micron Absolute

941032Q WPF2 Element Ecoglass Il - 2 Micron Absolute

941033Q WPF2 Element Ecoglass Il - 5 Micron Absolute

941034Q WPF2 Element Ecoglass Il - 10 Micron Absolute

941046Q WPF2 Element Ecoglass Il - 2 Micron Absolute High Collapse

941047Q WPF2 Element Ecoglass Il - 10 Micron Absolute High Collapse
WPF310QEVPKG161 Housing WPF3 - 1" BSP Ports and 10 Micron Absolute

941035Q WPF3 Element Ecoglass Il - 2 Micron Absolute

941036Q WPF3 Element Ecoglass Il - 5 Micron Absolute

941037Q WPF3 Element Ecoglass Il - 10 Micron Absolute

941048Q WPF3 Element Ecoglass Il - 2 Micron Absolute High Collapse

941049Q WPF3 Element Ecoglass Il - 10 Micron Absolute High Collapse
WPF410QEVPKG201 Housing WPF4 - 1_1/4" BSP Ports and 10 Micron Absolute
WPF410QEVPKY201 Housing WPF4 - 1_1/4" Flange Ports and 10 Micron Absolute
WPF410QEVPKX201 Housing WPF4 - Manifold Mount and 10 Micron Absolute 0 l(
941038Q WPF4 Element Ecoglass Il - 2 Micron Absolute

941039Q WPF4 Element Ecoglass Il - 5 Micron Absolute

941040Q WPF4 Element Ecoglass Il - 10 Micron Absolute 0
941050Q WPF4 Element Ecoglass Il - 2 Micron Absolute High Collapse 4
941051Q WPF4 Element Ecoglass Il - 10 Micron Absolute High Collapse
WPF510QEVPKG241 Housing WPF5 - 1_1/2" BSP Ports and 10 Micron Absolute
WPF510QEVPKY241 Housing WPF5 - 1_1/2" Flange Ports and 10 Micron Absolute
WPF510QEVPKX241 Housing WPF5 - Manifold Mount and 10 Micron Absolute Manifold Style Head
941041Q WPFS5 Element Ecoglass Il - 2 Micron Absolute

941042Q WPF5 Element Ecoglass Il - 5 Micron Absolute

941043Q WPF5 Element Ecoglass Il - 10 Micron Absolute

941052Q WPF5 Element Ecoglass Il - 2 Micron Absolute High Collapse

941053Q WPF5 Element Ecoglass Il - 10 Micron Absolute High Collapse

941174 Visual Pop Up Clogging Indicator -Suits 3.5 Bar Bypass

941173 Electrical/Visual Clogging Indicator-NO/NC Contacts - Suits 3.5 Bar Bypass

100P INLINE SERIES - 414 BAR - 7 Bar Bypass - Indicators Optional

100P210QBPMF323 Housing Length 2 - 2" Flange Ports - 10 Micron Absolute Element >
Reverse Flow Valve Standard "

939064Q 100P2 Element 2 Micron Absolute \

939065Q 100P2 Element 5 Micron Absolute

939066Q 100P2 Element 10 Micron Absolute

8060050033 Visual Pop Up Clogging Indicator

8060070002 Electrical Clogging Indicator - Normally Open Connection 250 VAC

128 INLINE SERIES - 316 STAINLESS STEEL - 670 Bar - Visual Indicator Included

12SMP210QHV4L35N1611 Housing 12SMP2 - 1" NPT Ports, No Bypass and 10 Micron Absolute Element

403401 12SMP2 Element High Collapse 2 Micron Absolute
403402 12SMP2 Element High Collapse 5 Micron Absolute
403403 12SMP2 Element High Collapse 10 Micron Absolute
403404 12SMP2 Element High Collapse 20 Micron Absolute
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DUPLEX FILTERS —

MODUFLOW PLUS DUPLEX SERIES - 10 Bar - 2.4 Bar Bypass in Element - Visual Indicators Included

DUPLEX INLINE OPTION

DILP110QBMM35Y9Y91 Housing DILP1 Duplex Inline - 2" Flange Ports
Supplied with 2 x 10 Micron Absolute Elements

937393Q DILP1/TFP1/ILP1 Element 2 Micron Absolute

937394Q DILP1/TFP1/ILP1 Element 5 Micron Absolute

937395Q DILP1/TFP1/ILP1 Element 10 Micron Absolute

937396Q DILP1/TFP1/ILP1 Element 20 Micron Absolute

940733 DILP1/TFP1/ILP1 Element Water Absorbing

DILP210QBMM35Y9Y91 Housing DILP2 Duplex Inline - 2" Flange Ports
Supplied with 2 x 10 Micron Absolute Elements

937397Q DILP2 Element 2 Micron Absolute

937398Q DILP2 Element 5 Micron Absolute

937399Q DILP2 Element 10 Micron Absolute

937400Q DILP2 Element 20 Micron Absolute

940734 DILP2 Element Water Absorbing

926643 Electrical Clogging Indicator - Suits 2.4 Bar Bypass - NO/NC Contacts

Note - 2 Indicators required

80CND DUPLEX INLINE SERIES - 20 BAR

80CND110QEVPKY324 Housing 80CND1 Duplex Inline - 2" Flange Ports
Supplied with 2 x 10 Micron Absolute Elements

936715Q 80CND1 Element Ecoglass Il - 20 Micron Absolute
936602Q 80CND1 Element Ecoglass Il - 10 Micron Absolute
936714Q 80CND1 Element Ecoglass Il - 5 Micron Absolute
936713Q 80CND1 Element Ecoglass Il - 2 Micron Absolute

80CND210QEVPKY324 Housing 80CND2 Duplex Inline - 2" Flange Ports
Supplied with 2 x 10 Micron Absolute Elements

936719Q 80CND2 Element Ecoglass Il - 20 Micron Absolute

936718Q 80CND2 Element Ecoglass Il - 10 Micron Absolute

936717Q 80CND2 Element Ecoglass Il - 5 Micron Absolute

936716Q 80CND2 Element Ecoglass Il - 2 Micron Absolute

932027 Visual Pop Up Clogging Indicator -Suits 3.5 Bar Bypass

929599 Electrical/Visual Clogging Indicator-NO/NC Contacts - Suits 3.5 Bar Bypass

Note - 2 Indicators required

130 DUPLEX INLINE SERIES - 16 BAR - DN100 Flange - 3.5 Bar Bypass - Visual and Electrical Indicator Standard

130S310QEBT1KD10021 Housing Duplex - DN100 Flange Ports ﬁ‘ “
Supplied with 10 Micron Absolute Element per side J

130S310QEBT1KD10041 Housing Dual Duplex ( As shown ) - DN100 Flange Ports !
Supplied with 2 x 10 Micron Absolute Elements per side

938725Q 130 Element Ecoglass IlI - 2 Micron Absolute Length 3 ’
938726Q 130 Element Ecoglass Il - 5 Micron Absolute - Length 3 ‘

938727Q 130 Element Ecoglass Il - 10 Micron Absolute - Length 3
FMUM3KVMU12H Visual Pop Up Clogging Indicator -Suits 3.5 Bar Bypass ( Need one on each housing )
FMUT1KVMU12H Electrical/Visual Clogging Indicator-NO/NC Contacts - Suits 3.5 Bar Bypass

PD DUPLEX INLINE SERIES - 210 BAR 3.5 Bar Bypass - Indicator Optional

22PD210QBPKG161 Small Housing Duplex Length 2 - 1" BSP Ports
Supplied with 2 x 10 Micron Absolute Elements

G01316Q 22PD2 Element 2 Micron Absolute

G02724Q 22PD2 Element 5 Micron Absolute

G01315Q 22PD2 Element 10 Micron Absolute

32PD210QBPKG201 Large Housing Duplex Length 2 - 1_1/4"" BSP Ports
Supplied with 2 x 10 Micron Absolute Elements

G01099Q 32PD2 Element 2 Micron Absolute

G02727Q 32PD2 Element 5 Micron Absolute

G01098Q 32PD2 Element 10 Micron Absolute

932027 Visual Pop Up Clogging Indicator -Suits 3.5 Bar Bypass

929599 Electrical/Visual Clogging Indicator-NO/NC Contacts - Suits 3.5 Bar Bypass
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SUCTION FILTERS, STRAINERS AND DIFFUSERS m

MODUFLOW CF2 SUCTION SERIES - 13 BAR - 0.2 Bar Bypass - Visual Indicator Included FHA / FHE

CF2240WMP3F9Y91 Housing CF22 Suction - 2" NPT Inlet, 2" Flange Outlet
40 Micron Cleanable Mesh Element
CF2240SAMP3F9Y91 Housing CF22 Suction - 2" NPT Inlet, 2" Flange Outlet
40 Micron Synthetic Element
924790 CF22 Element 40 Micron Synthetic
924797 CF22 Element 40 Micron Cleanable Mesh
924798 CF22 Element 74 Micron Cleanable Mesh
924778 Visual Differential Clogging Indicator - Suits 0.2 Bar Bypass
924966 Electrical Clogging Indicator - Suits 0.2 Bar Bypass - NO/NC Contacts

SR SERIES SUCTION AND RETURN TANK MOUNTED FILTER - 10 Bar - 1.7 Bar Bypass

SRL1210QLBPGG161 Long Housing SRL12 - 1" BSP Return Port and 3/4" BSP Suction Port

130 I/min, 10 Micron Absolute "LEIF" Element
937983Q SRL12 Element 5 Micron Absolute
937984Q SRL12 Element 10 Micron Absolute J
937985Q SRL12 Element 20 Micron Absolute
SRL2210QLBPGG201 Long Housing SRL22 - 1_1/4"" BSP Return Port and 1" BSP Suction Port

250 I/min, 10 Micron Absolute "LEIF" Element
937945Q SRL22 Element 5 Micron Absolute
937946Q SRL22 Element 10 Micron Absolute
937947Q SRL22 Element 20 Micron Absolute

—

FMUG2FBMGO02L Visual Clogging Indicator - 40 mm Gauge
FMUS4FBMGO2L Electrical Clogging Indicator NO/NC Contacts 250VAC max with Din Plug Connection

IL INLINE STRAINERS - 7 BAR - 1" BSP Ports - 125 Micron Mesh Element

UCIL1115 Metal Housing Inline Strainer with 125 Micron Element (IL1115)
UCEIL1115 IL1115 Element 125 Micron for Oil ( 90 LPM )

UCIL1151 Plastic Housing Inline Strainer with 125 Micron Element (IL761151)
UCR76115 IL1151 Element 125 Micron for Oil ( 120 LPM ) ( R76115)
UCR76125 IL76 Element 125 Micron for Water ( 120 LPM ) (R76125)

SUCTION ELEMENTS

WITHOUT BYPASS

UCSE1319 SE751111110 1/2" BSPP, 15 1/min, 125 micron
UCSE75221110 3/4" BSPP, 25 I/min, 125 micron
UCSE1457 SE75231210 1" BSPP, 50 I/min, 125 micron
UCSE1323 SE75351210 1 1/2" BSPP, 95 I/min, 125 micron
UCSE1324 SE75351310 1 1/2" BSPP, 130 I/min, 125 micron
UCSE1326 SE75361410 2" BSPP, 180 I/min, 125 micron
UCSE1219 SE75461210 2" BSPP, 225 I/min, 125 micron
UCSE1220 SE75471310 2 1/2" BSPP, 350 I/min, 125 micron
UCSE1221 SE75481410 3" BSPP, 500 I/min, 125 micron

WITH BYPASS
UCSE5100 SE75111111 1/2" BSPP, 15 I/min, 125 micron, 0.17 Bar Bypass
UCSE5101 SE75221111 3/4" BSPP, 25 I/min, 125 micron, 0.17 Bar Bypass
UCSE5102 SE75231211 1" BSPP, 50 I/min, 125 micron, 0.17 Bar Bypass
UCSE5103 SE75351211 1 1/2" BSPP, 95 I/min, 125 micron, 0.17 Bar Bypass
UCSE5104 SE75351311 1 1/2" BSPP, 130 I/min, 125 micron, 0.17 Bar Bypass
UCSE5105 SE75361411 2" BSPP, 180 I/min, 125 micron, 0.17 Bar Bypass
UCSE5106 SE75461211 2" BSPP, 225 I/min, 125 micron, 0.17 Bar Bypass
UCSE5107 SE75471311 2 1/2" BSPP, 350 I/min, 125 micron, 0.17 Bar Bypass
UCSE5108 SE75481411 3" BSPP, 500 I/min, 125 micron, 0.17 Bar Bypass
DIFFUSERS
uc2210 2210 3/4" BSPP, 100 I/min
UC2201 2201 1" BSPP, 140 I/min
UC2202 2202 1 1/2" BSPP, 227 I/min
uC2203 2203 2" BSPP, 454 I/min
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HYDRAULIC ACCESSORY SOLUTIONS

. :
' - T

PRESSURE MEASUREMENT

PRESSURE GAUGES SERVICE JUNIOR SENSORS SCPSD SWITCH SCE-020 DIGITAL DISPLAY
0 TO 1000 BAR -1 TO 1000 BAR -1 TO 1000 BAR -1 TO 600 BAR FULLY PROGRAMMABLE

BREATHERS

— Ate #]

s I
"

PLASTIC OR METAL

LOCKABLE VERSION ABL2 3 MICRON EAB20 1.5 MICRON SPIN ON 3 AND 5 MICRON TRICEPTOR
700, 1500 AND 3000 LPM DESICCANT

SYSTEM COMPONENTS

10 MICRON 600 LPM 2000 LPM WATER REPELLING, 2000 LPM
LIQUID LEVEL AND TEMPERATURE MEASUREMENT
P e

-
u .'1‘.
.‘ BELL HOUSINGS, COUPLINGS

LEVELUTEMP CLS46 PROBE FL FLOAT SCLSD TANK SCTSD TANK SCLTSD TANK BALL VALVES, PIPE CLAMPS,
76,127,254 mm ELECTRONIC  SWITCH LEVELSWITCH TEMP SWITCH LEVEL/TEMP SWITCH GAUGE ISOLATORS

'..

= 7 :
LOWFLOW EASIFLOW FLOWLINE TURBINE 5-800LPM,480BAR DATAFLOW DFC DATAFLOW DFT
0.2-22LPM 1 TO 150LPM 1 TO 360LPM 350BAR POPPET 0-150LPM,315BAR PULSE OUTPUT PULSE OR 4-20mA
10BAR 10BAR BRASS/STAINLESS GEAR 0-300LPM,400BAR 25LPM, 20BAR 150LPM, 10BAR

FLOWSWITCHES

=1 )
EASIFLOW FLOWLINE PRESSURE 350BAR SERVICEMAN PLUS SERVICEMASTER EASY SYSTEM 20
1 TO 150LPM 1 TO 360LPM, 350BAR FLOW 2 TO 360LPM 2 INPUTS SERVICEMASTER PLUS 400BAR/380LPM
10BAR DUAL SWITCHES TEMPERATURE 90 C  PRESSURE 1000 BAR FROM 4 to 50 INPUTS IDEAL FOR
300VAC/DC INTRINSICALLY SAFE FLOW 800 LPM PRESSURE TO 1000BAR UNDERGROUND
FLOW TO 800LPM (NO ELECTRICS)

TEMPERATURE TO 200 DEG C
TACHOMTER TO 10,000 RPM

ENGINEERING SUCCESS.
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PLASTIC BREATHERS AND FILLER BREATHERS m

PART NUMBER CATALOG NUMBER

PLASTIC FILLER BREATHER - SINGLE HOLE MOUNT, 101mm CAP FUA
AB.98210001.UC AB98210001 10 micron, No Strainer, Non Pressurised

AB98210011UC AB98210011 10 micron, 95mm Strainer, Non Pressurised )\
AB.98210021.UC AB98210021 10 micron, 200mm Telescopic Strainer, Non Pressurised “! !\4
AB.98212001.UC AB98212001 10 micron, No Strainer, 0.2 Bar Pressurised = g ‘
AB.98212011.UC AB98212011 10 micron, 95mm Strainer, 0.2 Bar Pressurised -
AB.98212021.UC AB98212021 10 micron, 200mm Telescopic Strainer, 0.2 Bar Pressurised ‘
AB.98213001.UC AB98213001 10 micron, No Strainer, 0.35 Bar Pressurised

AB.98213011.UC AB98213011 10 micron, 95mm Strainer, 0.35 Bar Pressurised

AB.98213021.UC AB98213021 10 micron, 200mm Telescopic Strainer, 0.35 Bar Pressurised D)
AB.98217001.UC AB98217001 10 micron, No Strainer, 0.7 Bar Pressurised [y . J
AB98217011UC AB98217011 10 micron, 95mm Strainer, 0.7 Bar Pressurised . E
AB.98217021.UC AB98217021 10 micron, 200mm Telescopic Strainer, 0.7 Bar Pressurised

PLASTIC FILLER BREATHER - SIX HOLE MOUNT, 101mm CAP

AB98810001UC AB98810001 10 micron, No Strainer, Non Pressurised

AB98810011UC AB98810011 10 micron, 95mm Strainer, Non Pressurised
AB.98810021.UC AB98810021 10 micron, 200mm Telescopic Strainer, Non Pressurised
AB.98812001.UC AB98812001 10 micron, No Strainer, 0.2 Bar Pressurised
AB.98812011.UC AB98812011 10 micron, 95mm Strainer, 0.2 Bar Pressurised
AB.98812021.UC AB98812021 10 micron, 200mm Telescopic Strainer, 0.2 Bar Pressurised
AB.98813001.UC AB98813001 10 micron, No Strainer, 0.35 Bar Pressurised
AB.98813011.UC AB98813011 10 micron, 95mm Strainer, 0.35 Bar Pressurised
AB.98813021.UC AB98813021 10 micron, 200mm Telescopic Strainer, 0.35 Bar Pressurised
AB.98817001.UC AB98817001 10 micron, No Strainer, 0.7 Bar Pressurised
AB.98817011.UC AB98817011 10 micron, 95mm Strainer, 0.7 Bar Pressurised
AB.98817021.UC AB98817021 10 micron, 200mm Telescopic Strainer, 0.7 Bar Pressurised

PLASTIC FILLER BREATHER - 3 HOLE MOUNT, 53mm CAP

UCAB68110 AB68110 10 micron, No Strainer, Non Pressurised
UCAB68118 AB68118 10 micron, 95mm Strainer, Non Pressurised

PLASTIC AIR BREATHER - THREADED MOUNT, 101mm CAP

AB.98610101.UC AB98610101 1/2" BSPP, 10 micron, Non Pressurised
AB.98612101.UC AB98612101 1/2" BSPP, 10 micron, 0.2 Bar Pressurised
AB.98613101.UC AB98613101 1/2" BSPP, 10 micron, 0.35 Bar Pressurised
AB.98617101.UC AB98617101 1/2" BSPP, 10 micron, 0.7 Bar Pressurised
AB98410101UC AB98410101 3/4" BSPP, 10 micron, Non Pressurised
AB.98412101.UC AB98412101 3/4" BSPP, 10 micron, 0.2 Bar Pressurised
AB.98413101.UC AB98413101 3/4" BSPP, 10 micron, 0.35 Bar Pressurised
AB.98417101.UC AB98417101 3/4" BSPP, 10 micron, 0.7 Bar Pressurised

PLASTIC AIR BREATHER - THREADED MOUNT, 70mm CAP

UCSAB5101 AB685101 3/8" BSPP, 10 micron, Non Pressurised
UCSABG6101 AB686101 1/2" BSPP, 10 micron, Non Pressurised
UCSAB7101 AB687101 3/4" BSPP, 10 micron, Non Pressurised

PLASTIC AIR BREATHER - THREADED MOUNT, 40mm CAP

AB683101UC AB683101 1/4" BSPP, 10 micron, Non Pressurised, 10 Pack
AB68X101UC AB68X101 3/8" BSPP, 10 micron, Non Pressurised, 10 Pack
AB.68Y101.UC AB68Y101 1/2" BSPT, 10 micron, Non Pressurised, 10 Pack
AB.68Z101.UC AB68Z101 3/4" BSPT, 10 micron, Non Pressurised, 10 Pack
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METAL BREATHERS AND FILLER BREATHERS

METAL FILLER BREATHER - FLANGE MOUNT WITH STRAINER

UCAB116310 AB116310 6 Screw, 10 micron, 76.2mm Cap, Non Pressurised

UCPAB1730105 PAB1730105 6 Screw, 10 micron, 76.2mm Cap, 0.35 Bar Pressurised
UCPAB17301010 PAB17301010 6 Screw, 10 micron, 76.2mm Cap, 0.7 Bar Pressurised
UCAB138010 AB138010 3 Screw, 10 micron, 44.5mm Cap, Non Pressurised

5561 6 Screw, 10 micron, 76.2mm Cap, Non Pressurised, Lockable Lug

METAL AIR BREATHER - THREADED MOUNT

UCSAB156310 SAB156310 1/4" BSPP, 10 micron, 44.5mm Cap, Non Pressurised
H00279-001 H00279001 1/4" BSPT, 10 micron, 35mm Cap, Non Pressurised
H00279-002 H00279002 3/8" BSPT, 10 micron, 35mm Cap, Non Pressurised
H00279-003 H00279003 1/2" BSPT, 10 micron, 35mm Cap, Non Pressurised
UCSAB156210 SAB156210 3/4" BSPP, 10 micron, 76.2mm Cap, Non Pressurised
UCSPA1731105 SPA1731105 3/4" BSPP, 10 micron, 76.2mm Cap, 0.35 Bar Pressurised
UCSPA17311010 SPA17311010 3/4" BSPP, 10 micron, 76.2mm Cap, 0.7 Bar Pressurised

METAL AIR BREATHER - 38mm OD PIPE MOUNT

UCAB138140 AB.1381.40 Push Mount, 40 micron, 76.2mm Cap, Non Pressurised

LOCKABLE FILLER BREATHER

LFC.622122 LFC622122 Non Breathing(No Element) 2" BSP Thread with Strainer
LFC.622142 LFC622142 Non Breathing(No Element) Clamp Mount with Strainer
LFC.622212 LFC622212 10 micron, 2" BSP Thread Mount with Strainer

LFC.622222 LFC622222 10 micron, 2 1/2" BSP Thread Mount with Strainer

LFC.622242 LFC622242 10 micron, Clamp Mount with Strainer

LFC.622411 LFC622411 10 micron Vented (Air In), 2" BSP Thread Mount without Strainer
LFC.622432 LFC622432 10 micron Vented (Air In), Push On Mount with Strainer

HIGH PERFORMANCE AIR BREATHERS

SPIN ON AIR BREATHERS

UCS340056 S340056 5 micron, 700 I/min, Stem Mount

UCS340058 S340058 5 micron, 700 I/min, Stem Mount, 0.35 Bar Pressurised

UCS340059 S340059 5 micron, 700 I/min, Stem Mount, 0.7 Bar Pressurised

UCS340052 S340052 5 micron, 1500 I/min, Stem Mount

UCS340054 S340054 5 micron, 1500 I/min, Stem Mount, 0.35 Bar Pressurised i .-
UCS340055 S340055 5 micron, 1500 I/min, Stem Mount, 0.7 Bar Pressurised

UC4930 4930 Replacement Element 5 micron, 700 I/min

UC588410 588410 Replacement Element 5 micron, 1500 I/min

H00834-001 H00834001 3 micron, 1700 I/min, 6 Hole Flange Mount, 114mm Strainer

H00834-002 H00834002 3 micron, 3000 I/min, 6 Hole Flange Mount, 114mm Strainer

H00834-003 H00834003 3 micron, 3000 I/min, 6 Hole Flange Mount, 203mm Strainer

HO00834-006 H00834006 Replacement Element 3 micron, 1700 I/min Flange Mount

HO00834-007 H00834007 Replacement Element 3 micron, 3000 I/min Flange Mount

H00834-004 H00834004 3 micron, 1700 I/min, 3/4" BSP Mount (See Note) [ 3 )
H00834-005 H00834005 3 micron, 3000 I/min, 1 1/4" BSP Mount (See Note)

Note - Use same part number for BSP Mount replacement elements

ABL SERIES - 3 micron, 2000 I/min

ABL2U112QXWL13V ABL2U11/2QXWL1-3V, 3 micron, 1 1/2" UN Thread, Indicator
ABLU112FP ADAPTOR ABLU11/2SNG, 1 1/2" UN Mounting Adaptor
ABL2G114QXWL13V ABL2G11/4QXWL1-3V, 3 micron, 1 1/4" BSPP Thread, Indicator
ABLG114FP ADAPTOR ABLG11/4SNG, 1 1/4" BSPP Mounting Adaptor
QXWL13 QXWL1-3, 3 micron, 2000 I/min Replacement Element

EAB SERIES - 2000 I/min

EAB20C015HC73A 1.5 micron water repelling element, 6 Hole mount, Indicator, strainer
EAB20C015GE16A 1.5 micron water repelling element, 1" BSP mount, Indicator
EAC20Q010 EAC20Q010, 1 micron, Glass Fibre Replacement Element
EAC20P020 EAC20P020, 2 micron, Paper Replacement Element

EAC20C015 EAC20C015, 1.5 micron, Water Resistant Replacement Element

TRICEPTOR AND MOBILE TRICEPTOR DESICCANT AIR BREATHERS

934330T Triceptor 3 micron, 5", 6 Pack, 1" NPT
934330TX1 Triceptor 3 micron, 5", Single Unit, 1" NPT
934332T Triceptor 3 micron, 9", 6 Pack, 1" NPT
934332TX1 Triceptor 3 micron, 9", Single Unit, 1" NPT
937546 Triceptor Field Adaptor

937463 Triceptor Flange Adaptor

941655 Mobile Triceptor- 1 micron, 1_1/2-16 UN thread
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BALL VALVES AND DRIVE COUPLINGS m

PART NUMBER CATALOG NUMBER

BALL VALVES

2 WAY - HIGH PRESSURE FUB
BKH304 1/8" BSPP, 500 Bar . .
BKH306 1/4" BSPP, 500 Bar N

BKH310 3/8" BSPP, 500 Bar ‘

BKH313 1/2" BSPP, 500 Bar —

BKH315 5/8" BSPP, 320 Bar

BKH320 3/4" BSPP, 320 Bar .
BKH325 1" BSPP, 320 Bar o 4

BKH332 1 1/4" BSPP, 320 Bar

BKH340 1 1/2" BSPP, 320 Bar

BSKH332 1 1/4" BSPP, 350 Bar, Forged Steel Body

BSKH340 1 1/2" BSPP, 350 Bar, Forged Steel Body

BSKH350 2" BSPP, 350 Bar, Forged Steel Body

3 WAY - HIGH PRESSURE

BK3306 1/4" BSPP, 400 Bar

BK3310 3/8" BSPP, 400 Bar r
BK3313 1/2" BSPP, 350 Bar e
BK3320 3/4" BSPP, 250 Bar

BK3325 1" BSPP, 250 Bar

DRIVE COUPLINGS

DRIVE COUPLINGS - STEEL ## equals Hole Size

uCDC28PB DCR28PB 28mm Pilot Bore

UCDC28S DC28S 28mm Nylon Drive Coupling Sleeve
UCDC28M## DC28M## Standard Metric Bore Hub, M10 to M28
UCDC28B##K DC28B##K Standard Imperial Bore Hub, 7/16" to 1 1/8"
UCDC42PB DCR42PB 42mm Pilot Bore

UCDC42S DC42S 42mm Nylon Drive Coupling Sleeve
UCDCA42M## DC42M### Standard Metric Bore Hub, M18 to M42
UCDC42B##K DC42B##K Standard Imperial Bore Hub, 5/8" to 1 5/8"
UCDC55PB DCR55PB 55mm Pilot Bore

UCDC55S DC55S 55mm Nylon Drive Coupling Sleeve
UCDC55M## DC55M### Standard Metric Bore Hub, M25 to M55
UCDC55B##K DC55B##K Standard Imperial Bore Hub, 1 1/8"" to 2 1/8"

## - See Catalog for Available Metric and Imperial Bore Sizes. Non Stocked sizes can be machined locally
Many sizes already available from stock

BELL HOUSINGS /’.‘ |

- i e, *

%

4 Bolt Metric Rectangular Flange Mount - Frame Sizes 71 to 200, Pump Groups 1, 2 and 3 * /'
2 and 4 Bolt SAE Flange Mount - Suit Parker PVP Pumps - Frame Sizes 80 to 250, Pump Groups A, B and C < /%

4 Bolt ISO Metric Flange Mount - Suit Parker PV Pumps - Frame Sizes 100 to 250, Pump Groups ISO 3, 4, 5 and 6
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PRESSURE GAUGES and ISOLATING VALVES

PART NUMBER CATALOG NUMBER PART NUMBER
63mm DIAMETER - Bar and PSI Indication FUA 100mm DIAMETER - Bar and PSI Indic FUA
1/4" BSPP BOTTOM CONNECTION 1/2" BSPP BOTTOM CONNECTION
UCPGB0631004 PGB0631004 0-4 Bar $ 61 UCPGB1001010 0-10 Bar
UCPGB0631010 PGB0631010 0-10 Bar $ 61 UCPGB1001016 0-16 Bar
UCPGB0631016 PGB0631016 0-16 Bar $ 61 UCPGB1001025 0-25 Bar
UCPGB0631025 PGB0631025 0-25 Bar $ 61 UCPGB1001040 0-40 Bar
UCPGB0631040 PGB0631040 0-40 Bar $ 61 UCPGB1001060 0-60 Bar
UCPGB0631060 PGB0631060 0-60 Bar $ 61 UCPGB1001100 0-100 Bar
UCPGB0631100 PGB0631100 0-100 Bar $ 61 UCPGB1001160 0-160 Bar
UCPGB0631160 PGB0631160 0-160 Bar $ 61 UCPGB1001250 0-250 Bar
UCPGB0631250 PGB0631250 0-250 Bar $ 61 UCPGB1001400 0-400 Bar
UCPGB0631400 PGB0631400 0-400 Bar $ 61 UCPGB1001600 0-600 Bar
UCPGB0631600 PGB0631600 0-600 Bar $ 61 UCPGB10011000 0-1000 Bar
63mm DIAMETER FUA 100mm DIAMETER FUA
BRACKET PANEL MOUNT BRACKET PANEL MOUNT
1/4" BSPP REAR CONNECTION 1/2" BSPP REAR CONNECTION
UCPGC0631010 PGC0631010 0-10 Bar $ 80 UCPGE1001010 0-10 Bar
UCPGC0631016 PGC0631016 0-16 Bar $ 80 UCPGE1001016 0-16 Bar
UCPGC0631025 PGC0631025 0-25 Bar $ 80 UCPGE1001025 0-25 Bar
UCPGC0631040 PGC0631040 0-40 Bar $ 80 UCPGE1001040 0-40 Bar
UCPGC0631060 PGC0631060 0-60 Bar $ 80 UCPGE1001060 0-60 Bar
UCPGC0631100 PGC0631100 0-100 Bar $ 80 UCPGE1001100 0-100 Bar
UCPGC0631160 PGC0631160 0-160 Bar $ 80 UCPGE1001160 0-160 Bar
UCPGC0631250 PGC0631250 0-250 Bar $ 80 UCPGE1001250 0-250 Bar
UCPGC0631400 PGC0631400 0-400 Bar $ 80 UCPGE1001400 0-400 Bar
UCPGC0631600 PGC0631600 0-600 Bar $ 80 UCPGE1001600 0-600 Bar
UCPGE10011000 0-1000 Bar
63mm DIAMETER FUA 100mm DIAMETER FUA
FLANGED PANEL MOUNT FLANGED PANEL MOUNT
1/4" BSPP REAR CONNECTION 1/2" BSPP REAR CONNECTION
UCPGF0631010 PGF0631010 0-10 Bar $ 95 UCPGF1001010 0-10 Bar
UCPGF0631016 PGF0631016 0-16 Bar $ 95 UCPGF1001016 0-16 Bar
UCPGF0631025 PGF0631025 0-25 Bar $ 95 UCPGF1001025 0-25 Bar
UCPGF0631040 PGF0631040 0-40 Bar $ 95 UCPGF1001040 0-40 Bar
UCPGF0631060 PGF0631060 0-60 Bar $ 95 UCPGF1001060 0-60 Bar
UCPGF0631100 PGF0631100 0-100 Bar $ 95 UCPGF1001100 0-100 Bar
UCPGF0631160 PGF0631160 0-160 Bar $ 95 UCPGF1001160 0-160 Bar
UCPGF0631250 PGF0631250 0-250 Bar $ 95 UCPGF1001250 0-250 Bar
UCPGF0631400 PGF0631400 0-400 Bar $ 95 UCPGF1001400 0-400 Bar
UCPGF0631600 PGF0631600 0-600 Bar $ 95 UCPGF1001600 0-600 Bar
UCPGF10011000 0-1000 Bar
MINING GAUGES - STAPLE LOCK FUA
S450080CF DN 10 Bottom Connection v \
0-9000 psi, 50mm Coloured Face 6y, |
y‘)\c»
J
GAUGE ISOLATOR VALVES FUA

UCGI1414 Gl1414 1/4" BSPP, 350 Bar, Push to Read Single Station

UCGI1486 G11486 1/4" BSPP, 350 Bar, Twist to Lock Single Station E 2
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ELECTRONIC PRESSURE MEASUREMENT

Service Junior with 1/4" BSPP Gauge Port and Test 20 Adaptor HPS

SCJUN-016-01
SCJN-100-01
SCJUN-400-01
SCJUN-600-01
SCJN-1000-01

-1 to 16 Bar
0 to 100 Bar
0 to 400 Bar
0 to 600 Bar
0 to 1000 Bar

Service Junior Kits HPS

1 x Plastic Case ( Holds two Service Juniors )

1 x Service Junior

1 x 1/4" BSPP Female - M16 x 2 Female Adaptor
1 x M16 x 2 Male - M16 x 2 Male Adaptor

1 x Test Hose 1500mm

SCJUN-KIT-016
SCJUN-KIT-100
SCJIN-KIT-400
SCJIN-KIT-600

Pressure Transducers and Transmitters - 24 VDC Supply- 1/4" BSP Connection

PTDVB2501B1C1
PTDVB2501B1C2
PTDVB4001B1C1
PTDVB4001B1C2

PTXB2501B1C1
PTXB2501B1C2
PTXB4001B1C1
PTXB4001B1C2

SCK-400-10-45
SCP02-XXX-34-05

SCP-XXX-34-06-EX1

Pressure Switches - 24 VDC Supply- 1/4" BSP - Fully Programmable, 4 Digit Display

SCPSD-016-14-25
SCPSD-060-14-25
SCPSD-100-14-25
SCPSD-250-14-25
SCPSD-400-14-25
SCPSD-600-14-25
SCK-400-10-45

SCK-400-10-55

Process Digital Display - Fully Programmable - 4 Digit Red LED

SCE-020-02

-1 to 16 Bar
0 to 100 Bar
0 to 400 Bar
0 to 600 Bar

250 Bar Transducer - 0 to 5V DC Output, 3 Wire Micro Din Connection
250 Bar Transducer - 0 to 5V DC Output, M12, 4 Pin Connection
400 Bar Transducer - 0 to 5 VDC Output, 3 Wire Micro Din Connection
400 Bar Transducer - 0 to 5 VDC Output, M12, 4 Pin Connection

250 Bar Transmitter - 4 to 20 mA Output, 2 Wire Micro Din Connection
250 Bar Transmitter - 4 to 20 mA Output, M12, 4 Pin Connection
400 Bar Transmitter - 4 to 20 mA Output, 2 Wire Micro Din Connection
400 Bar Transmitter - 4 to 20 mA Output, M12, 4 Pin Connection

Other Pressures available at same price - 25, 60, 100 and 600 Bar

Cable to Suit M12 Connection Transducers and Transmitters
Mobile Versions - 10, 16, 25, 40, 60, 100, 160, 250, 400, 600, 1000 Bar 4-20mA M12
ATEX Zone 1-1, 1.6, 2.5, 4,6, 10, 16, 25, 40, 60, 100, 160, 250, 400, 600, 1000 Bar - 4-20 mA

-1 to 16 Bar, 2 Switched Outputs and 4-20mA output
60 Bar, 2 Switched Outputs and 4-20mA output

100 Bar, 2 Switched Outputs and 4-20mA output

250 Bar, 2 Switched Outputs and 4-20mA output

400 Bar, 2 Switched Outputs and 4-20mA output

600 Bar, 2 Switched Outputs and 4-20mA output - —
10 metre Power and Signal Cable with Straight M12 5 Pin Plug —
10 metre Power and Signal Cable with 90 Degree M12 5 Pin Plug

Voltage or Current Input, 24VDC supply, Digital Output, 4-20 mA loop out
Scale to display Pressure, Flow, Force or any other unit

Ideal for use with PTD and PTX Pressure Transducers and Transmitters
or Electronic Flow Meters.
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LEVEL AND TEMPERATURE INDICATORS E——

PART NUMBER CATALOG NUMBER

FLUID LEVEL AND TEMPERATURE INDICATORS FUA
UCFL111 FL69111 76mm Mounting Centres, M10 Thread

UCFLT121 FL69121 76mm Mounting Centres, M10 Thread with Temperature

UCFL113 FL69113 76mm Mounting Centres, M12 Thread

UCFLT123 FL69123 76mm Mounting Centres, M12 Thread with Temperature

UCFL211 FL69211 127mm Mounting Centres, M10 Thread

UCFLT221 FL69221 127mm Mounting Centres, M10 Thread with Temperature
UCFL213 FL69213 127mm Mounting Centres, M12 Thread

UCFLT223 FL69223 127mm Mounting Centres, M12 Thread with Temperature
UCFL311 FL69311 254mm Mounting Centres, M10 Thread

UCFLT321 FL69321 254mm Mounting Centres, M10 Thread with Temperature
UCFL313 FL69313 254mm Mounting Centres, M12 Thread

UCFLT323 FL69323 254mm Mounting Centres, M12 Thread with Temperature Indicator

FLUID LEVEL INDICATOR WITH SWITCH

LV2E 127mm Mounting Centres, M12 Thread, Low Level Switch Normally Open
LV3E 254mm Mounting Centres, M12 Thread, Low Level Switch Normally Open

FLOAT AND CAPACITIVE LEVEL SWITCHES

FLO50010R 500mm Float Level Switch
FL100010R 1000mm Float Level Switch
FL150010R 1500mm Float Level Switch
CLS46 Capacitive Level Switch
CLS46CONNECTOR Capacitive Level Switch Connector

LEVEL AND TEMPERATURE SWITCHES - Integral Digital Display - Fully Programmable - 24VDC Supply

SCLSD TANK LEVEL - SCTSD TANK SCLTSD TANK LEVEL
SWITCH - :14 TEMPERATURE and TEMPERATURE
B ? SWITCH SWITCH
[E 3 I ;
i ¥ g 4_
o |
SCLSD-250-10-05 250 mm Level Switch - 2 Switched Outputs - 4-20mA Output
SCLSD-370-10-05 370 mm Level Switch - 2 Switched Outputs - 4-20mA Output
SCLSD-520-10-05 520 mm Level Switch - 2 Switched Outputs - 4-20mA Output
SCK-400-10-45 10 metre Power and Signal Cable with Straight M12 5 Pin Plug
SCK-400-10-55 10 metre Power and Signal Cable with 90 Degree M12 5 Pin Plug
SCLTSD-250-10-05 250 mm Level/Temp Switch - 2 Switched Outputs - 4-20mA Output
SCLTSD-370-10-05 370 mm Level/Temp Switch - 2 Switched Outputs - 4-20mA Output
SCLTSD-520-10-05 520 mm Level/Temp Switch - 2 Switched Outputs - 4-20mA Output
SCK-400-10-45 10 metre Power and Signal Cable with Straight M12 5 Pin Plug —
SCK-400-10-55 10 metre Power and Signal Cable with 90 Degree M12 5 Pin Plug - -
TEMPERATURE - SCTSD
SCTSD-150-10-05 -50 to 150 C Temperature Switch - 2 Switched Outputs - 4-20mA Output
SCA-TT-10-SD Display to 1/2" BSP Tank Adaptor
SCTT-10-100-07 100 mm Temperature Probe
SCTT-10-250-07 250 mm Temperature Probe
SCK-400-10-45 10 metre Power and Signal Cable with Straight M12 5 Pin Plug
SCK-400-10-55 10 metre Power and Signal Cable with 90 Degree M12 5 Pin Plug
SCSD-S27 Remote Mount Bracket for Display
SCK-410-03-45-45 Remote Mount 3 metre Probe Extension cable
SCA-TT-10-1/2 Adjustable Probe Height Tank Mount Adaptor 1/2" BSP
SCA-TT-10-100 100 mm Probe Protection Sleeve 1/2" BSP ( Remote or Direct Mount )
SCA-TT-10-250 250 mm Probe Protection Sleeve 1/2" BSP ( Remote or Direct Mount )
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FLOWMETERS - Visual

LOFLOW - OIL CALIBRATED - 10 Bar - BSPT Male Ports

LF.1002 LF801431 0.010-0.20 I/min, 1/4" Inlet 3/4" Outlet
LF.1009 LF802432 0.1-0.9 l/min, 3/4" Inlet 3/4" Outlet
LF.1090 LF802434 1.0-9.0 I/min, 3/4" Inlet 3/4" Outlet

LOFLOW - WATER CALIBRATED - 10 Bar - BSPT Male Ports

LF.2005 LF801411 0.06-0.55 I/min, 1/4" Inlet 3/4" Outlet

LF.2020 LF802412 0.2-2.0 I/min, 3/4" Inlet 3/4" Outlet

LF.2100 LF802413 2.0-10.0 I/min, 3/4" Inlet 3/4" Outlet

LF.2220 LF802414 3.0-22.0 I/min, 3/4" Inlet 3/4" Outlet

LOFLOW - AIR CALIBRATED - 10 Bar - BSPT Male Ports

LF.3007E LF801450 1.1-8.0 I/min, 1/4" Inlet 3/4" Outlet

LF.3021E LF801451 4-22 1/min, 1/4" Inlet 3/4" Outlet

LF.3050E LF802455 10-50 I/min, 3/4" Inlet 3/4" Outlet

LF.3135E LF802452 20-135 I/min, 3/4" Inlet 3/4" Outlet

LF.3330E LF802453 1.0-5.5 I/sec, 3/4" Inlet 3/4" Outlet

LF.3720E LF802454 2-12 l/sec, 3/4" Inlet 3/4" Outlet

EASIFLOW - OIL CALIBRATED - 10 Bar - 1" BSPP Female

EFL0151 EF7731110120 1-15 I/min

EFL0301 EF7731111120 2-30 I/min

EFL0501 EF7731112120 4-50 I/min

EFL1001 EF7731113120 5-100 I/min

EFL1501 EF7731114120 10-150 I/min

EASIFLOW - WATER CALIBRATED - 10 Bar - 1" BSPP Female

EFWO0152 EF7731110220 1-15 I/min

EFW0302 EF7731111220 2-30 I/min

EFW0502 EF7731112220 4-50 I/min

EFW1002 EF7731113220 5-100 I/min

EFW1502 EF7731114220 10-150 I/min

FLOWLINE - BRASS - OIL CALIBRATED

FM26122112 Max 350 bar, 1/4" ports, flow range 0.2-2.0 I/min
FM26122212 Max 350 bar, 1/4" ports, flow range 0.5-4.5 I/min
FM26122312 Max 350 bar, 1/4" ports, flow range 1-9 I/min
FM26222112 Max 350 bar, 1/2" ports, flow range 2-20 I/min
FM26222212 Max 350 bar, 1/2" ports, flow range 5-46 I/min
FM26322112 Max 350 bar, 3/4" ports, flow range 5-55 I/min
FM26322212 Max 350 bar, 3/4" ports, flow range 10-110 I/min
FM26422112 Max 210 bar, 1 1/4" ports, flow range 20-180 I/min
FM26422212 Max 210 bar, 1 1/4" ports, flow range 30-270 I/min
FM26422312 Max 210 bar, 1 1/4" ports, flow range 40-360 I/min

FLOWLINE - BRASS - WATER CALIBRATED

FM26122122 Max 350 bar, 1/4" ports, flow range 0.2-2.0 I/min
FM26122222 Max 350 bar, 1/4" ports, flow range 0.5-4.5 I/min
FM26122322 Max 350 bar, 1/4" ports, flow range 1-9 I/min
FM26222122 Max 350 bar, 1/2" ports, flow range 2-20 I/min
FM26222222 Max 350 bar, 1/2" ports, flow range 5-46 I/min
FM26322122 Max 350 bar, 3/4" ports, flow range 5-55 I/min ! %, =y
FM26322222 Max 350 bar, 3/4" ports, flow range 10-110 I/min - B
FM26422122 Max 210 bar, 1 1/4" ports, flow range 20-180 I/min
FM26422222 Max 210 bar, 1 1/4" ports, flow range 30-270 I/min
FM26422322 Max 210 bar, 1 1/4" ports, flow range 40-360 I/min
FLOWLINE - STAINLESS STEEL - OIL CALIBRATED

FM26132112 Max 350 bar, 1/4" ports, flow range 0.2-2.0 I/min
FM26132212 Max 350 bar, 1/4" ports, flow range 0.5-4.5 I/min
FM26132312 Max 350 bar, 1/4" ports, flow range 1-9 I/min
FM26232112 Max 350 bar, 1/2" ports, flow range 2-20 I/min
FM26232212 Max 350 bar, 1/2" ports, flow range 5-46 I/min
FM26332112 Max 350 bar, 3/4" ports, flow range 5-55 I/min
FM26332212 Max 350 bar, 3/4" ports, flow range 10-110 I/min
FM26432112 Max 350 bar, 1 1/4" ports, flow range 20-180 I/min
FM26432212 Max 350 bar, 1 1/4" ports, flow range 30-270 I/min
FM26432312 Max 350 bar, 1 1/4" ports, flow range 40-360 I/min

FLOWLINE - STAINLESS STEEL - WATER CALIBRATED
FM26132122 Max 350 bar, 1/4" ports, flow range 0.2-2.0 I/min

FM26132222 Max 350 bar, 1/4" ports, flow range 0.5-4.5 I/min

FM26132322 Max 350 bar, 1/4" ports, flow range 1-9 I/min

FM26232122 Max 350 bar, 1/2" ports, flow range 2-20 I/min

FM26232222 Max 350 bar, 1/2" ports, flow range 5-46 I/min

FM26332122 Max 350 bar, 3/4" ports, flow range 5-55 I/min =
FM26332222 Max 350 bar, 3/4" ports, flow range 10-110 I/min ﬁ\
FM26432122 Max 350 bar, 1 1/4" ports, flow range 20-180 I/min o
FM26432222 Max 350 bar, 1 1/4" ports, flow range 30-270 I/min

FM26432322 Max 350 bar, 1 1/4" ports, flow range 40-360 I/min
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FLOWSWITCHES - Magnetically Operated Switch

EASIFLOW FLOWSWITCH - OIL CALIBRATED - 10 Bar - 1" BSPP
SWITCH RATING -300V AC/DC 2.5 AMPS

ESL.01581
ESL.030S1
ESL.05081
ESL.10081
ESL.15081

EASIFLOW FLOWSWITCH - WATER CALIBRATED - 10 Bar - 1" BSPP

EF7731110121
EF7731111121
EF7731112121
EF7731113121
EF7731114121

SWITCH RATING -300V AC/DC 2.5 AMPS

ESW.015S1
ESW.030S1
ESW.05081
ESW.100S1
ESW.15081

FLOWLINE FLOWSWITCH - BRASS - OIL CALIBRATED - 350 BAR
BOXED 2 SWITCH TYPE

FS643222112
FS643222212
FS643322112
FS643322212

FLOWLINE FLOWSWITCH - BRASS - WATER CALIBRATED - 350 BAR
BOXED 2 SWITCH TYPE

FS643222122
FS643222222
FS643322122
FS643322222

EF7731110221
EF7731111221
EF7731112221
EF7731113221
EF7731114221

1-15 I/min, Switch Range 5-15 I/min
2-30 I/min, Switch Range 5-30 I/min
4-50 I/min, Switch Range 10-50 I/min
5-100 I/min, Switch Range 20-100 I/min
10-150 I/min, Switch Range 30-150 I/min

1-15 I/min, Switch Range 5-15 I/min
2-30 I/min, Switch Range 5-30 I/min
4-50 I/min, Switch Range 10-50 I/min
5-100 I/min, Switch Range 20-100 I/min
10-150 I/min, Switch Range 30-150 I/min

1/2" BSP ports - flow range 2-20 I/min
1/2" BSP ports - flow range 5-46 I/min
3/4" BSP ports - flow range 5-55 I/min
3/4" BSP ports - flow range 10-110 I/min

1/2" BSP ports - flow range 2-20 I/min
1/2" BSP ports - flow range 5-46 I/min
3/4" BSP ports - flow range 5-55 I/min
3/4" BSP ports - flow range 10-110 I/min

FLOWLINE FLOWSWITCH - BRASS - WATER CALIBRATED - 350 BAR
"INTRINSICALLY SAFE" - BOXED 2 SWITCH TYPE

FS67C322122 3/4" BSP ports - flow range 5-55 I/min
FS67C322222 3/4" BSP ports - flow range 10-110 I/min

FLOWLINE FLOWSWITCH - STAINLESS STEEL - OIL CALIBRATED - 350 BAR
BOXED 2 SWITCH TYPE

FS643232112 1/2" BSP ports - flow range 2-20 I/min
FS643232212 1/2" BSP ports - flow range 5-46 I/min
FS643332112 3/4" BSP ports - flow range 5-55 I/min
FS643332212 3/4" BSP ports - flow range 10-110 I/min

FLOWLINE FLOWSWITCH - STAINLESS STEEL - WATER CALIBRATED - 350 BAR
BOXED 2 SWITCH TYPE

FS643232122 1/2" BSP ports - flow range 2-20 I/min
FS643232222 1/2" BSP ports - flow range 5-46 I/min
FS643332122 3/4" BSP ports - flow range 5-55 I/min
FS643332222 3/4" BSP ports - flow range 10-110 I/min
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FLOWMETERS - ELECTRONIC MEASUREMENT m
LOW PRESSURE RANGE

DATAFLOW - FLOW TRANSMITTERS - 10 bar - 1" BSPP Female Threads

y

DFT980 150 I/min - Pulse Output - For Oil and Water
Accepts Reverse Flow
Ideal for Total Flow Measurement

DFT990 150 I/min - 4-20mA Output - For Oil and Water
Accepts Reverse Flow
Full Scale Adjustable from 30 I/min to 150 I/min

Note - Use SCE-020 displays for DFT990 flow indication

DATAFLOW COMPACT - INLINE FLOW TRANSMITTER - 20 bar - 3/8" BSP Male

DFC9000100 1-25 I/min -Pulse Output - 5V DC Supply

SENSOCONTROL HIGH PRESSURE INDUSTRIAL RANGE

SCFT FLOW TURBINE - 24VDC Supply 4 - 20 mA Output

SCFT-015-22-07 1to 15 I/min Pmax = 420 Bar 1/2" BSPP
SCFT-060-22-07 7.5t0 60 I/min  Pmax = 420 Bar 3/4" BSPP
SCFT-150-22-07 7.5t0 150 I/min Pmax = 420 Bar 3/4" BSPP
SCFT-300-22-07 15 to 300 I/min  Pmax = 420 Bar 1" BSPP
SCFT-600-22-07 25to 600 I/min Pmax =420 Bar  1-1/4" BSPP
SCFT-800-22-07 25to 800 I/min  Pmax =480 Bar  1-7/8" UNF

SCK-400-10-45 10 metre Power and Signal Cable with Straight M12 5 Pin Plug
SCK-400-10-55 10 metre Power and Signal Cable with 90 Degree M12 5 Pin Plug

SCQ FLOW METER - Bi Directional Measurement - 24VDC Supply - 0 to 20 mA Output

SCQ-060-10-07 -60 to +60 I/min 420 Bar 2 msec Response

SCAQ-060 1/2" BSPP Connection Block for SCQ-060

SCQ-150-10-07 150 to +150 I/min 420 Bar 2 msec Response

SCAQ-150 3/4" BSPP Connection Block for SCQ-060

SCK-400-10-45 10 metre Power and Signal Cable with Straight M12 5 Pin Plug
SCK-400-10-55 10 metre Power and Signal Cable with 90 Degree M12 5 Pin Plug

SCVF GEAR FLOW METER - Wide Viscosity Range - 24VDC Supply - 0 to 20 mA Output

SCVF-002-10-07 0.01to 2 I/min 400 Bar 3/8" BSPP

SCVF-004-10-07 0.02 to 4 I/min 315 Bar 3/8" BSPP

SCVF-015-10-07 0.2to 151/min 400 Bar 3/8" BSPP

SCVF-060-10-07 0.4 to 60 I/min 400 Bar 3/8" BSPP

SCVF-080-10-07 0.4 to 80 I/min 400 Bar 1/2" BSPP

SCVF-150-10-07 0.6 to 150 I/min 315 Bar 1" BSPP

SCVF-300-10-07 1to 300 I/min 315 Bar 1"BSPP

SCK-400-10-45 10 metre Power and Signal Cable with Straight M12 5 Pin Plug
SCK-400-10-55 10 metre Power and Signal Cable with 90 Degree M12 5 Pin Plug

Process Digital Display - Fully Programmable - 4 Digit Red LED

SCE-020-02 Voltage or Current Input, 24VDC supply, Digital Output, 4-20 mA loop out
Scale to display Pressure, Flow, Force or any other unit
Ideal for use with PTD and PTX Pressure Transducers and Transmitters
or Electronic Flow Meters.
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HYDRAULIC TEST EQUIPMENT

Fully Mechanical Measurement. No power required.

VISUAL MEASUREMENT OF FLOW, TEMPERATURE AND PRESSURE TO 350 BAR
BUILT IN LOADING VALVE WITH 455 BAR BURST DISC PROTECTION

uc4121 4121 10-110 I/min

uc4120 4120 5-55 I/min

uc4123 4123 2-110 l/min ( Two Flow meters )
uc4168 4168 20-180 l/min

uc4169 4169 30-270 l/min

uc4170 4170 40-360 I/min

SPARES

41203B Safety Burst Discs 445 bar - Pack of 10

SYSTEM 20 HYDRAULIC MEASUREMENT SYSTEM
PRESSURE, FLOW AND TEMPERATURE MEASUREMENT. NO POWER REQUIRED

e

%

UCSTM6211110 STM6211110 Analogue Monitor, Oil Calibrated, PSlI/Bar, I/min, Deg C/Deg F -
UCSTI0144100 STI0144100 Size 0 Industrial Sensor, 6 to 25 I/min, 3/8" BSP Female A

UCSTI1144100 STI1144100 Size 1 Industrial Sensor, 20 to 100 I/min, 3/4" BSP Female \

UCSTI2144100 STI2144100 Size 2 Industrial Sensor, 80 to 380 I/min, 1_1/4" BSP Female

UCSTS5117210 STS5117210 Size 1 Mobile Sensor, 20 to 100 I/min, 3/4" BSPP Female

UCSTS5217210 STS5217210 Size 2 Mobile Sensor, 80 to 380 I/min, 1_1/4"" BSPP Female

Note - Only Industrial Sensors will accept reverse flow.

#ewer NO POWER REQUIRED  *++**
#w+++x  |DEAL FOR UNDERGROUND COAL ~ ******

wrexx* IDEAL FOR HAZARDOUS ENVIRONMENTS  **7***
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SENSOCONTROL DIAGNOSTIC - SERVICEMAN PLUS arker

Serviceman Plus with 2 Inputs with 5 Pin Connector
Comes with SCSN-440 Power Supply and Rechargable Battery

HOW TO ORDER
PURCHASE SCKIT-155-0-00 PLUS REQUIRED SENSORS
ADD EACH SENSOR PRICE TO SCKIT-155-0-00 PRICE

[Part Number |Description

[scKiT-155-0-00 Serviceman Plus Kit - Contents shown below

1 x SCC-200 Plastic Case

1 x SCM-152-2-02 Serviceman Plus with PC Interface
1 x SCSN-440 Power Supply/Charger

1 x PC Software and USB PC cable

2 x SCK-102-03-02 3 metre sensor cables

2 x SCA-EMA-3/3 Test 20 Male to Male Adaptor

2 x SMA-1500 Test 20 Hoses 1500mm

SENSORS - See Sensor Option page for full Descriptions and Part Numbers

SCPT-XXX-02-02 Pressure/Temp Transducers ( -1 to 1000 Bar )
SCFT-XXX-02-02 Turbine Flow Meters ( 1 to 600 Ipm )
SCFT-750-02-02 Turbine Flow Meter ( 7.5 to 750 Ipm )
SCLV-PTQ-300 Hydraulic Tester 300 Ipm Flow with Loading Valve
SCLV-PTQ-XXX Hydraulic Tester 600 or 750 Ipm with Loading Valve
SCQ-XXX-0-02 Poppet Flow Meters ( 0 to +/- 150 Ipm )
SCT-150-04-02 Temperature Probe (0 to 125 Deg C )

SCRPM-220 Tachometer ( 20 to 10,000 rpm )

SCK-102-05-12 5 metre/ 5 pin Sensor Extension Cable (Male/Fem)

SERVICEMAN PLUS SAMPLE CONNECTION DETAIL

=4 SCM-155-0-00
3
% .
4 Note - Only two sensors can be connected at any time
All sensor and cable options shown below
it',;:';;’E’R i I 5 Metre Extension
SCK-102-05-12

g

SCK-102-03-02

SCK-102-03-02
SCK-102-03-02
SCK-102-03-02

) O —yTT
) SCK-102-03-02
| e ——_—

SCK-102-03-02

| Pressure% (] )

SCPT-XXX-02-02
Flow ]
SCQ-XXX-0-02
Temp E
SCT-150-04-02
Speed
=l
SCRPM-220

=t
SCRPMA-001

)
D)
b r[‘! A

SCRPMA-002

SCFT-XXX-02-02 SCLV-PTQ-XXX

Flow with Load Control

See Sensor Option page for full Descriptions and Part Numbers
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SENSOCONTROL DIAGNOSTIC - SERVICEMASTER EASY

Order Parts Seperately

Servicemaster Easy with 4 Inputs and 5 Pin Connector
Comes with SCSN-450 Power Supply and Rechargable Battery

|Part Number |Description
SCM-340-2-02 Servicemaster Easy 4 Inputs USB Cable and Software Included
SCC-DRV-300 Carry Case

SCPT-XXX-02-02

Pressure/Temp Transducers ( -1 to 1000 Bar )

SCFT-XXX-02-02

Turbine Flow Meters ( 1 to 600 Ipm )

SCFT-750-02-02

Turbine Flow Meter ( 7.5 to 750 Ipm )

SCLV-PTQ-300

Hydraulic Tester 300 Ipm Flow with Loading Valve

SCLV-PTQ-XXX

Hydraulic Tester 600 or 750 Ipm with Loading Valve

SCQ-XXX-0-02 Poppet Flow Meters( 0 to +/- 150 Ipm )
SCT-150-04-02 Temperature Probe (0 to 125 Deg C)
SCRPM-220 Tachometer ( 20 to 10,000 rpm )

SCK-102-03-02

3 metre/ 5 pin Sensor Cable (Male/Male)

SCK-102-05-12

5 metre/ 5 pin Sensor Extension Cable (Male/Fem)

Note - One SCK-102-03-02 cable required for each sensor ( Except SCRPM-220 )
SCK-102-05-12 Extension Cable is optional for every sensor
See Sensor Option Page for complete Sensor Description and Part Numbers
SCPT Sensors automatically log Temperature as a separate channel
For Example - If using 4 x SCPT Sensors then you actually log 4 x Pressure and 4 x Temperature

SERVICEMASTER EASY SAMPLE CONNECTION DETAIL

SCK-102-05-12
5 M Extension

SUPPLY /

SCSN-450

<+—— TOPC

usB

SCK-102-03-02
SCK-102-03-02

SCK-102-03-02

SCPT-XXX-02-02
! Temp
SCT-150-04-02

SCM-340-2-02

SCFT-XXX-02-02

Servicemaster Easy uses USB Interface to PC

N
<
o
A
o
o
5
4
[&] N
(2] e
o
<
S 3
~ (1]
4
o [¥) ”n
Y 7]
q
2 g
U o
7] &
(7]

SCLV-PTQ-XXX

Flow with Load Control

See Sensor Option page for full Descriptions and Part Numbers
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SENSOCONTROL DIAGNOSTIC - SERVICEMASTER PLUS

Order Parts Seperately

Servicemaster Plus - 6 Sensocontrol Inputs, 16 CanBus Inputs and 4 scalable Analog Inputs

Memory Options - 32 Megabyte Internal, 40 Gigabyte USB, 2 Gigabyte Mini SD Card, Ethernet LAN Connection

1 Digital Trigger Input, 1 Digital Output

Comes with SCSN-450 Power Supply and Rechargable Battery, Sensowin Software Included

Part Number Description

SCM-500-01-01 Servicemaster Plus - USB Cable and Software Included

SCC-500 Carry Case with Wheels and Folding Handle
SENSOCONTROL ANALOG SENSORS

Part Number Description ( Sensocontrol Analog Sensors )

SCPT-XXX-02-02

Pressure/Temp Transducers ( -1 to 1000 Bar )

SCFT-XXX-02-02

Turbine Flow Meters ( 1 to 600 Ipm )

SCFT-750-02-02

Turbine Flow Meter (20 to 750 Ipm )

SCLV-PTQ-300

Hydraulic Tester 300 Ipm Flow with Loading Valve

SCLV-PTQ-XXX

Hydraulic Tester 600 or 750 Ipm with Loading Valve

SCQ-XXX-0-02 Poppet Flow Meters( 0 to +/- 150 Ipm )
SCT-150-04-02 Temperature Probe ( 0 to 125 Deg C)
SCRPM-220 Tachometer ( 20 to 10,000 rpm )

SCK-102-03-02

3 metre/ 5 pin Sensor Cable (Male/Male)

SCK-102-05-12

5 metre/ 5 pin Sensor Extension Cable (Male/Fem)

Note - One SCK-102-03-02 cable required for each sensor ( Except SCRPM-220 )
SCK-102-05-12 Extension Cable is optional for every sensor
See Sensor Option Page for complete Sensor Description and Part Numbers
SCPT Sensors automatically log Temperature as a separate channel

SENSOCONTROL CANBUS SENSORS

Description ( Sensocontrol CANBUS Sensors )
Pressure/Temp Transducers ( -1 to 1000 Bar )
Turbine Flow Meters ( 1 to 600 Ipm )

Turbine Flow Meter ( 20 to 750 Ipm )
Hydraulic Tester 300 Ipm Flow with Loading Valve
Hydraulic Tester 750 Ipm with Loading Valve
CAN Connection Cable 2 metre 5 Pin

CAN Connection Cable 5 metre 5 Pin

CAN Connection Cable 10 metre 5 Pin

CAN Y Junction with 300 mm cable

CAN Terminating Resistor

Part Number
SCPT-XXX-C2-05
SCFTT-XXX-C2-05
SCFTT-750-C2-05
SCLVT-PTQ-300-C2-05
SCLVT-PTQ-750-C2-05
SCK-401-02-4F-4M
SCK-401-05-4F-4M
SCK-401-10-4F-4M
SCK-401-0.3-Y
SCK-401-R

000

0000::0000:

COfle

SERVICEMASTER PLUS SAMPLE CONNECTION DETAIL

A_/_ connection cable

Analogue
® BCK.102.XX-02
External Sensor
IN4

External Sensor
IN9 and IN10

CAN connection cable
SCK-401-XX-4F-4M

- -

CAN CAN Y-junction Each CAN bus network CAN Y-

terminating K-401-0.3-Y {CAN X, CAN Y) can handie SCK-401-0.3-Y terminatingg
resistor up to 8 Sensors resistor
SCK.-401-R SCK-401.R

Digital IN and OUT
Connection

USB, Memory Card and
LAN Connections

"-"ﬂi R

¢
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SENSOCONTROL DIAGNOSTIC SENSOR OPTIONS m
ANALOG SENSORS FOR SERVICEMAN, SERVICEMASTER EASY AND

SCPT Pressure/Temperature Sensors HPS

SCFT-015-02-02

SCFT Flow Turbines HPS

1to 15 Ipm Pmax = 420 Bar 1/2" BSPP

SCFT-060-02-02

7.5t0 60 Ipm Pmax = 420 Bar 3/4" BSPP

SCFT-150-02-02

7.5to 150 Ipom Pmax = 420 Bar 3/4" BSPP

SCFT-300-02-02

15 to 300 Ipom Pmax = 420 Bar 1" BSPP

SCFT-600-02-02

25 t0 600 Ipm Pmax =420 Bar  1-1/4" BSPP

SCFT-750-02-02

25 to 750 Ipom Pmax = 480 Bar 1-7/8" UNF

SCQ Poppet Flow Meter

5 Pin Female Connector, High Response with Directional Flow Indication

SCQ-060-0-02 0 to 60 Ipm

SCQ-150-0-02 0 to 150 Ipm

SCAQ-060 SCQ-060 Inline mounting adaptor 1/2" BSPPF
SCAQ-150 SCQ-150 Inline mounting adaptor 3/4" BSPPF

SCT-150-04-02

SCT Temperature Sensors HPS

0 to 125 deg C with M10x1 male thread

SCT-150-0-02

0 to 125 deg C Hand Probe

SCTA-400-02

0 to 1000 deg C Type K Thermocouple Converter

SCRPM Tachometer

Fixed 3 metre cable with 5 Pi
SCRPM-220

Male Connector
Tachometer 20 to 10000 rpm

SCRPMA-001

Contact Adaptor - For belts or end of shafts

SCRPMA-002

Focus Adaptor - For tight spaces or holes

SCLV-PTQ Hydraulic Tester

5 Pin Female Connector, Loading Valve with Overload Protection

SCLV-PTQ-300

10 to 300 Ipm Pmax = 420 Bar 1" BSPP

SCLV-PTQ-600

20 to 600 Ipm Pmax = 480 Bar 1-7/8"-12 UNF

SCLV-PTQ-750

2510 750 Ipm Pmax = 480 Bar 1-7/8"-12 UNF

SCLV-DISC-800

Burst Disc for Hydraulic Testers - Pack of 4 Discs

SCPT-015-02-02 -1 to 15 Bar LUl
SCPT-060-02-02 0 to 60 Bar

SCPT-150-02-02 0 to 150 Bar L |
SCPT-400-02-02 0 to 400 Bar ﬁ,
SCPT-600-02-02 0 to 600 Bar :
SCPT-1000-02-02 0 to 1000 Bar [ ]

QD

CANBUS SENSORS FOR SERVICEMASTER PLUS

b}
SCPT-016-C2-05 -1to 16 Bar e
SCPT-060-C2-05 0 to 60 Bar =
SCPT-150-C2-05 0 to 150 Bar =
SCPT-400-C2-05 0 to 400 Bar B
SCPT-600-C2-05 0 to 600 Bar 3
SCPT-1000-C2-05 0 to 1000 Bar (gl
SCFTT-015-C2-05 1to 15 Ipm Pmax = 420 Bar 1/2" BSPP *
SCFTT-060-C2-05 7.5t0 60 Ipm _Pmax = 420 Bar 3/4" BSPP ¥
SCFTT-150-C2-05 7.5to 150 Ipom Pmax = 420 Bar 3/4" BSPP 4'
SCFTT-300-C2-05 15 to 300 Ipm Pmax = 420 Bar 1" BSPP

SCFTT-600-C2-05 2510 600 Ipm Pmax =420 Bar __ 1-1/4" BSPP

SCFTT-750-C2-05 2510750 Iom Pmax =480 Bar _ 1-7/8" UNF

SCLV-PTQ Hydraulic Tester HPS

5 Pin Female Connector, Loading Valve with Overload Protection

SCLVT-PTQ-300-C2-05 10 to 300 Ipm Pmax = 420 Bar 1" BSPP

SCLVT-PTQ-750-C2-05 25 to 750 Ipm Pmax = 480 Bar 1-7/8"-12 UNF

SCLV-DISC-300 Burst Disc for Hydraulic Testers - Pack of 4 Discs

SCLV-DISC-800 Burst Disc for Hydraulic Testers - Pack of 4 Discs
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CONDITION MONITORING SOLUTIONS

PARTICLE DETECTORS — REAL TIME REPORTING - ISO CODES - PARTICLE AND MOISTURE DETECTION

ICOUNT IOS
ICOUNT IFS

PORTABLE OIL OR FUEL

PARTICLE DETECTOR
REAL TIME MEASUREMENT SROERACE RUG(?’ED Hee

ICOUNT PD INTERNAL PUMP
OILCHECK INTERNAL MEMORY DATA
OIL PARTICLE DETECTOR LOGGING
ENGINE OIL MONITOR LOW COST ACCESS DATA VIA THE WEB
LCD DISPLAY REAL TIME MEASUREMENT 0 TO 350 BAR OPERATION
FULLY PORTABLE ONLINE TO 400 BAR ICOUNT PDZ, ZONE 2 USE

LASER PARTICLE COUNTERS - 2 MINUTE ISO CODE REPORTING

@ &

LCM20 ICOUNT BS PLUS ACM20 ACM20-Z2
FULLY PORTABLE ONLINE BOTTLE SAMPLER FOR OIL FOR AVIATION FUEL OR DIESEL ONLINE AVIATION FUELS
OIL MEASUREMENTS TO 400 BAR ONLINE OR LAB USE ONLINE OR LAB MEASUREMENT SAFE FOR ZONE 2 TESTS

WATER IN OIL DETECTION — ONLINE SENSORS AND FIELD TEST KITS

DIGI WATER IN OIL
FIELD TESTKIT
3 MINUTE TEST TIME
ACCURATE RESULTS
% or PPM DISPLAY

MS200 - 400 BAR MS300 - 400 BAR
10 SEC RESPONSE INTRINSICALLY SAFE
PROG OUTPUTS

OIL, LUBE AND BEARING ANALYSIS

DIGI FIELD TEST KIT

HEATED VISCOMETER
MULTIPARAMETER TEST KIT
ANALEX FDMPLUS DIRECT cSt READING WATER IN OIL, TBN, VISCOSITY,TAN
FERROUS DEBRIS MONITOR 40,50 AND 100 DEG C RESULTS IN MINUTES
OILS, GREASE, EMULSIONS RESULTS IN MINUTES

ACCURATE PPM MEASUREMENT

MHC BEARING CHECKER
ACOUSTIC MONITOR
10 SECOND TEST
dB and STRESS DISPLAY

FLUID PROPERTY SENSOR

ONLINE AND SIMULTANEOUS
MEASURE OF VISCOSITY,
DENSITY, DIELECTRIC
m CONSTANT AND TEMPERATURE

ENGINEERING SUCCESS.
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FLUID CONDITION MONITORING

FUP / FUI

PARTICLE COUNTING AND DETECTION - Oil Quality Measurements

ICOUNT IOS

OILCHECK ICOUNT PD ICOUNT IFS LCM20 ICOUNT BS ACM20
ICOUNT PD Z2
OLK605 OILCHECK - Engine Qil quality Monitor, Battery Powered
IPD12322130 ICOUNT PD - 420 Bar Online Particle Detector with Digital Display
IPD12322230 ICOUNT PD - 420 Bar Online Particle Detector with Digital Display and Moisture Sensor
1081210 ICOUNT Oil Sampler ( I0S ) - Low Pressure 2.5 Bar, Internal Pump and Memory
1081220 ICOUNT Oil Sampler ( I0S ) - High Pressure 350 Bar, Internal Pump and Memory
IFS3220 ICOUNT Fuel Sampler ( IFS ) - High Pressure 350 Bar, Internal Pump and Memory
IPDR12112240 ICOUNT PDR - Robust Particle Detector for harsh environments, 420 Bar, Moisture Sensor
IPDZ12122230 ICOUNT PD Z2 - 420 Bar ATEX Zone 2 Approved Online Particle Detector with Moisture Sensor
LCM202022 LCM20 - 400 Bar Online Portable Particle Counter
IBS3100 ICOUNT BS - Laboratory Bottle Sampler for Oil or Fuel
ACM202024 ACM20 Diesel and Aviation Fuel Particle Counter with Integral Pump
B.84.654 ACCBNNO014 - 2x 3 metre Cable Set for ICOUNT IPD Version
ACC6NNO021 2 x 8 Pin 10 Metre Cable Kit for IPDZ Version
ACC6NN024 12 Pin, 5 metre Cable for IPDR Version
SPS2021 Single Point Sampler Pressure Compensated Flow Control for LCM20
ACCBNNO019 Pressure Compensated Flow Control for Icount PD, 10 to 300 Bar ACC6NNO019
ACCB6NN048 Pressure Compensated Flow Control for Icount PD, 2 to 15 Bar ACC6NNO048
WATER IN OIL DETECTION AND MEASUREMENT FUP
MS200 MS300 LOW RANGE DIGI WATER KIT
MS2202110 MS200 Oil Moisture Sensor
MS3204121 MS300 Intrinsically Safe Oil Moisture Sensor
B97200 5 metre cable with 8 pin plug to suit MS200
SCK-400-10-45 10 metre cable with 5 pin plug to suit MS300
FGK17032PA Low Range Digi Water Kit
FGK2101PA Water in Oil Kit Reagent Pack (50 )
OIL, LUBE, GREASE AND BEARING ANALYSIS FUP

FGK1108PA
FGK24743PA
FGK2003PA
FGK2101PA
FGK2002PA

FGK17144PA
FGK14946PA
FGK15005PA
FGK17074PA
FGK17075PA
FGK17076PA

FGK1200PA

FPS2000

ACCG6NF005

ACC6NNO050

FGH11510PA

Digi Field Kit- Water in Oil, Viscosity, TAN, Soot, TBN
ECON TAN Drop Test Kit 25 Packs
Insoluables Reagent Pack 50 Packs
Water in Oil Kit Reagent Pack (50 )
Total Base Number Reagent Pack 50 Packs

Analex FDM Plus Ferrous Debris Monitor
50 ml Sample Bottles 360 Pack

Grease Pots 3000 pack

5 ml Test Tubes 1000 Pack

10 ml Syringes 500 Pack

5 ml Syringes 500 Pack

Heated Viscometer
"Laboratory or field Testing of Oil Viscosity at 40 Deg C"

Fluid Property Sensor

Direct and Simultaneous measure of -

"Fluid Viscosity, Density, Dielectric Constant and Temperature”
IQAN FPS Data Display and 4.5 metre cable

IQAN FPS run Software

MHC Bearing Checker
"10 Second Check for Bearing Condition"
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HYDRAULIC FLUID FILTRATION SYSTEMS

ocu SOS
OIL CONDITIONING UNITS STATIONARY OFFLINE SYSTEM
2LPM- 12 BAR 20 LPM FLOW RATE
99% SOLID PARTICLE REMOVAL WEATHERPROOF CASE

ABSORB WATER LESS THAN 100 ppm
ABSORB SLUDGE, RESIN AND OXIDATION
VARIOUS ELEMENT OPTIONS

240 VOLT AC SUPPLY

VARIOUS ELEMENT OPTIONS

RATED FOR CONTINUOS DUTY
IDEAL FOR GEARBOXES AND
TRANSFORMER OIL

5MF/10MF SMART CART

PORTABLE FILTRATION TROLLEY
NEW RUGGED HEAVY DUTY DESIGN
FLOW RATES TO 50 LPM

ELECTRIC OR AIR MOTOR OPTIONS
REAL TIME PARTICLE COUNT OPTION

GUARDIAN

PORTABLE FLUID TRANSFER
15 LPM -2 BAR
LIGHTWEIGHT DESIGN

240 VAC OR 24 VDC MOTOR
VARIOUS ELEMENT OPTIONS
PARGEL WATER REMOVAL
QUICK DISCONNECT HOSES

PERFECT FOR SYSTEM CLEAN UP
IDEAL FOR CLEAN TRANSFER OF FLUID

MADE IN AUSTRALIA
CUSTOM UNITS AVAILABLE

WATER REMOVAL FROM OIL SYSTEMS

N —

PVS AND SENTINAL

PORTABLE PURIFICATION SYSTEMS
REMOVES WATER, AIR, GAS AND DIRT
VACUUM DEHYDRATION PRINCIPLE
FLOW RATES TO 170 LPM
APPLICATIONS INCLUDE -
TRANSFORMER and TURBINE OIL
BEARING AND CHERRY PICKER OIL

PARGEL

WATER REMOVING ELEMENTS
USE WITH PARKER FILTERS
OR

GUARDIAN AND 5MF/10MF
FILTRATION SYSTEMS

SMR

SUB MICRON PARTICLE REMOVAL
VARNISH AND SLUDGE REMOVAL
REMOVES OXIDATION BIPRODUCTS
OFFLINE SYSTEM TO 5 BAR
FLOW RATES TO 37 LPM

ENGINEERING SUCCESS.
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HYDRAULIC FLUID FILTRATION SYSTEMS E——

GUARDIAN TRANSFER UNIT

FHA / FHE

Units come standard with shorter bowl and Quick Disconnect Clear Hoses

Use shorter Single Length Elements on Standard Unit

Optional Extension bowl available. Use Double Length Elements when using Bowl Extension.

Replacement Brushes shown for 240 VAC and 24 VDC versions. Replace Brushes every 500 hours of use

For 12 Volt DC operation purchase 240 VAC unit and buy a 12 Volt to 240 VAC convertor from Jaycar ( 1000 watts)

GUARDIAN
GT4E10Q6 Guardian 240 VAC Motor, 10 Micron Element, Quick Disconnect Hoses
GT4D10Q6 Guardian 24 VDC Motor, 10 Micron Element, Quick Disconnect Hoses
932081 Optional Bowl Extender - Doubles Bowl Length for Higher Viscosity Fluids. Use Double Length Elements
934327 Brush Kit - 240 VAC
932761 Brush Kit - 24 VDC
SINGLE LENGTH ELEMENTS
933135Q Element 20 Micron
932624Q Element 10 Micron
932623Q Element 5 Micron
932622Q Element 2 Micron
932019 Element Pargel Water Removing ( 2 Pack )
DOUBLE LENGTH ELEMENTS (Use with Extention Bowl Option )
933136Q Element 20 Micron
932630Q Element 10 Micron
932629Q Element 5 Micron
932628Q Element 2 Micron

SMART FILTER CART

Standard Filter Cart comes with two elements installed. Select one Input Element and one Outlet Elements from Table

Any combination of Inlet and Outlet Element Combination can be selected and Initial Filter Cart Price is the same.
Standard Filter cart can be either 240 VAC or 415V AC 3 Phase at same price. Select choice from Table

Price adders apply for options. All options come wired and mounted on Filter Cart

Standard Filter Cart comes with Nitrile Seals. Viton Seals are extra charge and longer lead time.

Example Part Number - 10MFP20Q10QB

SMF/10MF = 40 Ipm, 240 VAC, 20 Micron Inlet, 10 Micron Outlet, Nitrile, No Options

Smart Filter Cart

"X"MFP"INLET"OUTLET"B Filter Cart 240 VAC. X= 5 for 20 Ipm or 10 for 40 Ipm. Select Inlet and Outlet Elements from Table
"X"MFP3P"INLET"OUTLET"B Filter Cart 415 VAC 3 Phase. X= 5 for 20 Ipm or 10 for 40 I[pm. Select Inlet and Outlet Elements from Table
"X"MFPAM"INLET"OUTLET"B Filter Cart Air Motor. X= 5 for 20 Ipm or 10 for 40 Ipm. Select Inlet and Outlet Elements from Table

OPTIONS - Add Price to Selected Filter Cart Above. See Table for Part Number configuration. Replace "1" at end of Part Number with option

PD Icount Particle Detector with ISO or NAS Digital Display

PDL Icount Particle Detector with ISO or NAS Digital Display and Moisture Sensor

TOT Flow Totaliser Display to show Total Flow of Fluid through the Filter Cart

V All seals on Filter Cart changed to Viton. Replacement Element Part Numbers are different

INLET ELEMENT REPLACEMENTS

940971Q 20Q - 20 Micron Microglass Element with Integral 3 psi Bypass
940802 40SA - 40 Micron Synthetic Element with Integral 3 psi Bypass
940803 40W - 40 Micron Wire Mesh Element with Integral 3 psi Bypass
OUTLET ELEMENT REPLACEMENTS

937400Q 20Q - 20 Micron Microglass Element with Integral 35 psi Bypass
937399Q 10Q - 10 Micron Microglass Element with Integral 35 psi Bypass
937398Q 05Q - 5 Micron Microglass Element with Integral 35 psi Bypass
937397Q 02Q - 2 Micron Microglass Element with Integral 35 psi Bypass
940734 WR - Water Removing Pargel Element with Integral 35 psi Bypass
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HYDRAULIC FLUID FILTRATION SYSTEMS E——

OFFLINE CONDITIONING UNIT - 12 Bar, 4.5 Bar Bypass, SAE PORTS FHA / FHE

= = = = 4
s 2
OC2X10VPLS081 2 LPM OCU, No Pump, 10 Micron, Plugged Indicator Port, SAE 8 Inlet Port, SAE 6 Outlet Port
0C224010VPLS061 2 LPM OCU, 240 VAC Pump, 10 Micron, Plugged Indicator Port, SAE 6 Ports
942654 2 micron Element for OC2
942656 10 micron Element for OC2
942682 WR - Water Removing Element for OC2
942683 Seal Service Kit for OC2
STATIONARY OFFLINE SYSTEM FHA | FHE
SOS510QBEIG121 20 LPM, 240 VAC, 10 Micron absolute, Electrical Indicator, 35 psi Bypass, 3/4 BSP Ports
937393Q Element 2 Micron Absolute
937394Q Element 5 Micron Absolute
937395Q Element 10 Micron Absolute
937396Q Element 20 Micron Absolute
940733 Element Water Absorbing
WATER REMOVAL SYSTEMS FHA / FHE
SENTINEL
PVS-SENTINEL Sentinel Vacuum Dehydration Water from Oil Removal - 18 Lpm
PVS185 Vacuum Dehydration Water from Oil Removal - 18 Lpm
PVS600 Vacuum Dehydration Water from Oil Removal - 37 Lpm
PVS1200 Vacuum Dehydration Water from Oil Removal - 75 Lpm
PVS1800 Vacuum Dehydration Water from Oil Removal - 113 Lpm
PVS2700 Vacuum Dehydration Water from Oil Removal - 170 Lpm
See Water Removing Elements on each Filter Housing Series
PARGEL ELEMENTS
SUB MICRON AND VARNISH REMOVAL SYSTEMS FHA /| FHE

SMR

SMR2 Sub Micron Purification System - 2 Gallons per Minute
SMR10 Sub Micron Purification System - 10 Gallons per Minute
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PARCFIT™ Elements

Competitive Interchanges

An extensive range of competitively priced Parker quality replacement
filter elements, PAR®FIT interchange elements allow the users to ac-
quire all their replacement elements from one quality source regardless
of the original equipment manufacturer.

PAR®FIT competitive interchange elements must conform to all the
same rigorous tests as the standard Parker replacement elements. The
elements meet or exceed all specifications for the following tests:

1IS02941 Element Collapse/Burst Resistance
1S02942 Fabrication Integrity

1S02943 Material Compatibility

IS03724 Flow Fatigue Resistance

1IS04572/1ISO16889 Multipass Test

In addition to price and quality, the range of interchange elements
available is key to a successful program for the user. Parker has worked
diligently over the years to develop a range of elements that will meet
this challenge. You can view the current list of PAR®FIT interchange
elements at www.parker.com/parfit or www.parkerhfde.com/parfit.

Supplers | Investor Relaticas ] Contact Us

m » | Select Langusge v Enter kayword

Enter pert number

Home Producis Dmasion | Brand lechnologies | terature Distnbutors ’ (Careers About Us _

Home > Rivision > Hvdraglic Filter Didvion > Customer Tool Box

ParFit Interchangeable Element Selector

Al you have to do, to identify the Parker ParFi corresponding part number is

1. Type in the meénufacturer part number. (V/e recommend a minimum € characters of the

part number)
2. Then seiect "Search” for the manufacturer part number and when found, Cick on the
ght hand panel to bring up the corresponding Parfit part number m m for a ﬂ“‘ﬂy
Reed off the Parxer ParfFit part numbder “ o =
of competitors, including:
Mz urer Part Nu | ] [ seeret |
\anufacturer Part Number * Pall * Hy-Pro
Farker Elemeant * Hydac = Intermormman
e e Spar
Supercedes Search * Sehmader « Mahla
Type only a kncwn Parker ciement part number ie find ] | Search | o
the latest or supercedes number where t's « MP Filtri = PTI]
appraopriate .
i + Donaldson * Separation
] = Stauff Technologies
= Cummins Filtration = Eaton Vickers
* EFE » Zinga
+ Fleatquard + Many Others
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HYDAC PARFIT INTERCHANGE ELEMENTS

HYDAC REPLACEMENT ELEMENTS

Parker Part Number

Hydac Part Number

PRESSURE ELEMENTS

939159Q 0030D025W

PR3031Q 0030D003BN4HC
PR3032Q 0030D005BN4HC
PR3033Q 0030D010BN4HC
PR3034Q 0030D020BN4HC
PR3035Q 0030D003BH4HC
PR3036Q 0030D005BH4HC
PR3037Q 0030D010BH4HC
PR3038Q 0030D020BH4HC
937058Q 0035D020BN4HC
PR3056Q 0060D003BN4HC
PR3057Q 0060D005BN4HC
PR3058Q 0060D010BN4HC
PR3059Q 0060D020BN4HC
PR3064Q 0060D003BH4HC
PR3065Q 0060D005BH4HC
PR3066Q 0060D010BH4HC
PR3067Q 0060D020BH4HC
PR3085Q 0110D003BN4HC
PR3086Q 0110D005BN4HC
PR3087Q 0110D010BN4HC
PR3088Q 0110D020BN4HC
PR3093Q 0110D003BH4HC
PR3094Q 0110D005BH4HC
PR3095Q 0110D010BH4HC
PR3096Q 0110D020BH4HC
937060Q 0140D003BN4HC
937062Q 0140D005BN4HC
937064Q 0140D010BN4HC
937066Q 0140D020BN4HC
937059Q 0140D003BH4HC
937061Q 0140D005BH4HC
937063Q 0140D010BH4HC
937065Q 0140D020BH4HC
PR3114Q 0160D003BN4HC
PR3115Q 0160D005BN4HC
PR3116Q 0160D010BN4HC
PR3117Q 0160D020BN4HC
PR3122Q 0160D003BH4HC
PR3123Q 0160D005BH4HC
PR3124Q 0160D010BH4HC
PR3125Q 0160D020BH4HC
PR3143Q 0240D003BN4HC
PR3144Q 0240D005BN4HC
PR3145Q 0240D010BN4HC
PR3146Q 0240D020BN4HC
PR3151Q 0240D003BH4HC
PR3152Q 0240D005BH4HC
PR3153Q 0240D010BH4HC
PR3154Q 0240D020BH4HC
PR3172Q 0330D003BN4HC
PR3173Q 0330D005BN4HC
PR3174Q 0330D010BN4HC
PR3175Q 0330D020BN4HC
PR3180Q 0330D003BH4HC
PR3181Q 0330D005BH4HC
PR3182Q 0330D010BH4HC
PR3183Q 0330D020BH4HC
937076Q 0500D003BN4HC
937078Q 0500D005BN4HC
937080Q 0500D010BN4HC
937082Q 0500D020BN4HC
937075Q 0500D003BH4HC
937077Q 0500D005BH4HC
937079Q 0500D010BH4HC
937081Q 0500D020BH4HC
PR3201Q 0660D003BN4HC
PR3202Q 0660D005BN4HC
PR3203Q 0660D010BN4HC
PR3204Q 0660D020BN4HC
PR3209Q 0660D003BH4HC
PR3210Q 0660D005BH4HC
PR3211Q 0660D010BH4HC
PR3212Q 0660D020BH4HC
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Parker Part Number | Hydac Part Number |

RETURN ELEMENTS
938253Q 0030R003BN4HC
938254Q 0030R005BN4HC
938255Q 0030R010BN4HC
938256Q 0030R020BN4HC
938257Q 0060R003BN4HC
938258Q 0060R0O05BN4HC
938259Q 0060R010BN4HC
938260Q 0060R020BN4HC
938265Q 0110R003BN4HC
938266Q 0110R005BN4HC
938267Q 0110R010BN4HC
938268Q 0110R020BN4HC
938269Q 0160R003BN4HC
938270Q 0160R005BN4HC
938271Q 0160R010BN4HC
938272Q 0160R020BN4HC
938273Q 0165R003BN4HC
938274Q 0165R005BN4HC
938275Q 0165R010BN4HC
938276Q 0165R020BN4HC
939780Q 0185R003BN4HC
939781Q 0185R005BN4HC
939782Q 0185R010BN4HC
939783Q 0185R020BN4HC
938277Q 0240R003BN4HC
938278Q 0240R005BN4HC
938279Q 0240R010BN4HC
938280Q 0240R020BN4HC
938281Q 0330R003BN4HC
938282Q 0330R005BN4HC
938283Q 0330R010BN4HC
938284Q 0330R020BN4HC
938285Q 0500R003BN4HC
938286Q 0500R005BN4HC
938287Q 0500R010BN4HC
938288Q 0500R020BN4HC
938289Q 0660R003BN4HC
938290Q 0660R005BN4HC
938291Q 0660R010BN4HC
938292Q 0660R020BN4HC
938293Q 0850R003BN4HC
938294Q 0850R005BN4HC
938295Q 0850R010BN4HC
938296Q 0850R020BN4HC
938297Q 0950R003BN4HC
938298Q 0950R005BN4HC
938299Q 0950R010BN4HC
938300Q 0950R020BN4HC
938301Q 1300R003BN4HC
938302Q 1300R005BN4HC
938303Q 1300R010BN4HC
938304Q 1300R020BN4HC
938305Q 1700R003BN4HC
938306Q 1700R005BN4HC
938307Q 1700R010BN4HC
938308Q 1700R020BN4HC
938310Q 2600R003BN4HC
938311Q 2600R005BN4HC
938312Q 2600R010BN4HC
938313Q 2600R020BN4HC

Please Note -

Parker Part Numbers apply to all of the following suffixes

BNHC
BHHC
BN3HC
BH3HC
BN4HC
BH4HC

SEE - www.parker.com/parfit for more equivalents




PARGFIT

ma 1000

The smart replacement for the Fall SRT UE Element Series

Part Number Description

940400Q UE219AP04Z

940401Q UE219AN04Z

940402Q UE219AS04Z

940403Q UE219AT04Z

940404Q UE219AP08Z

940405Q UE219AN08Z

940406Q UE219AS08Z

940407Q UE219AT08Z

940408Q UE219AP13Z

940409Q UE219AN13Z

940410Q UE219AS13Z

940411Q UE219AT13Z

940412Q UE219AP20Z

940413Q UE219AN20Z

940414Q UE219AS20Z

940415Q UE219AT20Z

940416Q UE319AP08Z

940417Q UE319ANO08Z g

940418Q UE319AS08Z -
940419Q UE319AT08Z ma 1000
940420Q UE319AP13Z S ———
940421Q UE319AN13Z v baminere
940422Q UE319AS13Z

940423Q UE319AT13Z

940424Q UE319AP20Z

940425Q UE319AN20Z

940426Q UE319AS20Z

940427Q UE319AT20Z

940428Q UE319AP40Z

940429Q UE319AN40Z

940430Q UE319AS40Z

940431Q UE319AT40Z

940432Q UE619AP20Z

940433Q UE619AN20Z

940434Q UE619AS20Z

940435Q UE619AT20Z o P ——
940436Q UE619AP40Z _~___.___”_
940437Q UE619AN40Z m e
940438Q UE619AS40Z

940439Q UE619AT40Z

m ENGINEERING YOUR SUCCESS.

Page 38



Finid Line

ENGINEERING YOUR SUCCESS.

SERVICES PTYLTD

Perth
661 Dundas Road

FORRESTFIELD WA 6058
Ph 08 9470 4511
Fax 08 9359 2190

Kalgoorlie

16 Yindi Way
KALGOORLIE WA 6430
Ph 08 9021 0855

Fax 08 9021 0844

Website: wwwfluidline.com.au
Email: sales@fluidline.com.au

Phone: 1300 063 088

wWww . parker.com



